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	SEZNAM HARMONIZIRANIH STANDARDOV
	

	
	Oznaka direktive:
	2006/42/EC
	
	
	
	
	
	
	

	
	Naslov direktive:
	Directive 2006/42/EC of the European Parliament and of the Council of 17 May 2006 on Machinery, and amending Directive 95/16/EC (recast)
	

	
	Slo. naslov direktive:
	Direktiva 2006/42/ES Evropskega parlamenta in Sveta z dne 17. maja 2006 o strojih in spremembah Direktive 95/16/ES
	

	
	Datum izdaje:
	
	
	
	
	
	
	
	

	
	Začetek uporabe:
	
	
	
	
	
	
	
	

	
	Uradni list EU:
	L 75
	Datum objave:
	19-Maj-2020
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	Oznaka standarda
	Naslov standarda
	Naslov referenčnega standarda      v angleškem jeziku
	Referenčni standard
	Oznaka nadomeščenega standarda
	Prva objava referenčnega standarda v UL EU
	Datum, po katerem uporaba nadomeščenega standarda ne ustvarja več domneve o skladnosti Opomba 1
	Opombe
	

	
	SIST EN 81-3:2001+A1:2008
	Varnostna pravila za konstruiranje in vgradnjo dvigal (liftov) - 3. del: Električna in hidravlična mala tovorna dvigala
	Safety rules for the construction and installation of lifts - Part 3: Electric and hydraulic service lifts
	EN 81-3:2000+A1:2008
	EN 81-3:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 81-3:2001+A1:2008/AC:2009
	Popravek AC:2009 k standardu SIST EN 81-3:2001+A1:2008
	Corrigendum AC:2009 to EN 81-3:2000+A1:2008
	EN 81-3:2000+A1:2008/AC:2009
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 81-31:2010
	Varnostna pravila za konstruiranje in vgradnjo dvigal (liftov) - Dvigala, namenjena samo za prevoz tovora - 31. del: Dostopna tovorna dvigala
	Safety rules for the construction and installation of lifts - Lifts for the transport of goods only - Part 31: Accessible goods only lifts
	EN 81-31:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 81-40:2009
	Varnostna pravila za konstruiranje in vgradnjo dvigal (liftov) - Posebna dvigala za prevoz oseb in blaga - 40. del: Priprave za vzpenjanje po stopnicah in dvižne ploščadi z diagonalnim pomikanjem za osebe z omejenimi gibalnimi sposobnostmi
	Safety rules for the construction and installation of lifts - Special lifts for the transport of persons and goods - Part 40: Stairlifts and inclined lifting platforms intended for persons with impaired mobility
	EN 81-40:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 81-41:2011
	Varnostna pravila za konstruiranje in vgradnjo dvigal (liftov) - Posebna dvigala za prevoz oseb in blaga - 41. del: Navpične dvižne ploščadi za osebe z omejenimi gibalnimi sposobnostmi
	Safety rules for the construction and installation of lifts - Special lifts for the transport of persons and goods - Part 41: Vertical lifting platforms intended for use by persons with impaired mobility
	EN 81-41:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 81-43:2009
	Varnostna pravila za konstruiranje in vgradnjo dvigal (liftov) - Posebna dvigala za prevoz oseb in blaga - 43. del: Dvigala za žerjave
	Safety rules for the construction and installation of lifts - Special lifts for the transport of persons and goods - Part 43: Lifts for cranes
	EN 81-43:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 115-1:2017
	Varnost tekočih stopnic in tekočih stez - 1. del: Konstrukcija in vgradnja
	Safety of escalators and moving walks - Part 1: Construction and installation
	EN 115-1:2017
	-
	09-Mar-2018
	31-Jan-2019
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 201:2009
	Stroji za predelavo gume in plastike - Stroji za brizgalno vlivanje - Varnostne zahteve
	Plastics and rubber machines - Injection moulding machines - Safety requirements
	EN 201:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 267:2010+A1:2012
	Ventilatorski gorilniki za tekoča goriva
	Automatic forced draught burners for liquid fuels
	EN 267:2009+A1:2011
	-
	18-Nov-2011
	29-Feb-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 280:2013+A1:2015
	Premične dvižne delovne ploščadi - Konstrukcijski izračuni - Merila stabilnosti - Konstrukcijske izvedbe - Varnost - Pregledi in preskusi
	Mobile elevating work platforms - Design calculations - Stability criteria - Construction - Safety - Examinations and tests
	EN 280:2013+A1:2015
	-
	15-Jan-2016
	28-Feb-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 289:2004+A1:2008
	Stroji za predelavo gume in plastike - Stiskalnice - Varnostne zahteve
	Plastics and rubber machines - Presses - Safety requirements
	EN 289:2004+A1:2008
	EN 289:2004
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 303-5:2012
	Kotli za gretje - 5. del: Kotli na trdna goriva z ročnim in samodejnim polnjenjem z imensko močjo do 500 kW - Terminologija, zahteve, preskušanje in označevanje
	Heating boilers - Part 5: Heating boilers for solid fuels, manually and automatically stoked, nominal heat output of up to 500 kW - Terminology, requirements, testing and marking
	EN 303-5:2012
	-
	24-Aug-2012
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 349:1997+A1:2008
	Varnost strojev - Najmanjši razmiki, ki preprečujejo zmečkanine na delih človeškega telesa
	Safety of machinery - Minimum gaps to avoid crushing of parts of the human body
	EN 349:1993+A1:2008
	EN 349:1993
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 378-2:2017
	Hladilni sistemi in toplotne črpalke - Varnostnotehnične in okoljevarstvene zahteve - 2. del: Načrtovanje, izdelava, preskušanje, označevanje in dokumentacija
	Refrigerating systems and heat pumps - Safety and environmental requirements - Part 2: Design, construction, testing, marking and documentation
	EN 378-2:2016
	-
	09-Jun-2017
	30-Nov-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-1:2014
	Pakirne naprave - Varnost pakirnih naprav - 1. del: Terminologija in razvrščanje pakirnih strojev ter pripadajoče opreme
	Safety of packaging machines - Part 1: Terminology and classification of packaging machines and associated equipment
	EN 415-1:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-10:2014
	Pakirne naprave - Varnost pakirnih naprav - 10. del: Splošne zahteve
	Safety of packaging machines - Part 10: General Requirements
	EN 415-10:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-3:2001+A1:2010
	Pakirne naprave - Varnost pakirnih naprav - 3. del: Oblikovalne, polnilne in zapiralne naprave
	Safety of packaging machines - Part 3: Form, fill and seal machines
	EN 415-3:1999+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-5:2006+A1:2010
	Pakirne naprave - Varnost pakirnih naprav - 5. del: Zavijalni stroji
	Safety of packaging machines - Part 5: Wrapping machines
	EN 415-5:2006+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-6:2013
	Pakirne naprave - Varnost pakirnih naprav - 6. del: Stroji za ovijanje palet
	Safety of packaging machines - Part 6: Pallet wrapping machines
	EN 415-6:2013
	-
	28-Nov-2013
	30-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-7:2007+A1:2008
	Pakirne naprave - Varnost pakirnih naprav - 7. del: Zbirne in dodatne pakirne naprave
	Safety of packaging machines - Part 7: Group and secondary packaging machines
	EN 415-7:2006+A1:2008
	EN 415-7:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-8:2008
	Varnost pakirnih strojev - 8. del: Stroji za pakiranje s trakovi
	Safety of packaging machines - Part 8: Strapping machines
	EN 415-8:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 415-9:2010
	Pakirne naprave - Varnost pakirnih naprav - 9. del: Metode meritve hrupa pakirnih strojev, pakirnih linij in pomožne opreme - Razreda točnosti 2 in 3
	Safety of packaging machines - Part 9: Noise measurement methods for packaging machines, packaging lines and associated equipment, grade of accuracy 2 and 3
	EN 415-9:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 422:2009
	Stroji za predelavo gume in plastike - Pihalni stroji za oblikovanje - Varnostne zahteve
	Plastics and rubber machines - Blow moulding machines - Safety requirements
	EN 422:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 453:2015
	Stroji za predelavo hrane - Mešalniki testa - Varnostne in higienske zahteve
	Food processing machinery - Dough mixers - Safety and hygiene requirements
	EN 453:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 454:2015
	Stroji za predelavo hrane - Planetarni mešalniki - Varnostne in higienske zahteve
	Food processing machinery - Planetary mixers - Safety and hygiene requirements
	EN 454:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-1:2007+A4:2014
	Stroji za zemeljska dela - Varnost - 1. del: Splošne zahteve
	Earth-moving machinery - Safety - Part 1: General requirements
	EN 474-1:2006+A4:2013
	-
	28-Nov-2013
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-1:2007+A4:2014/AC:2014
	Popravek AC:2014 k standardu SIST EN 474-1:2007+A4:2014
	Corrigendum AC:2014 to EN 474-1:2006+A4:2013
	EN 474-1:2006+A4:2013/AC:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-1:2007+A5:2018
	Stroji za zemeljska dela - Varnost - 1. del: Splošne zahteve
	Earth-moving machinery - Safety - Part 1: General requirements
	EN 474-1:2006+A5:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-10:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 10. del: Zahteve za rovokopače
	Earth-moving machinery - Safety - Part 10: Requirements for trenchers
	EN 474-10:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-11:2007+A1:2008
	Stroji za zemeljska dela - Varnost - 11. del: Zahteve za kompaktorje zemlje in odpadkov
	Earth-moving machinery - Safety - Part 11: Requirements for earth and landfill compactors
	EN 474-11:2006+A1:2008
	EN 474-11:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-12:2007+A1:2008
	Stroji za zemeljska dela - Varnost - 12. del: Zahteve za bagre s kablom
	Earth-moving machinery - Safety - Part 12: Requirements for cable excavators
	EN 474-12:2006+A1:2008
	EN 474-12:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-2:2007+A1:2008
	Stroji za zemeljska dela - Varnost - 2. del: Zahteve za buldožerje
	Earth-moving machinery - Safety - Part 2: Requirements for tractor-dozers
	EN 474-2:2006+A1:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-3:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 3. del: Zahteve za nakladalnike
	Earth-moving machinery - Safety - Part 3: Requirements for loaders
	EN 474-3:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-4:2007+A2:2012
	Stroji za zemeljska dela - Varnost - 4. del: Zahteve za bagre
	Earth-moving machinery - Safety - Part 4: Requirements for backhoe loaders
	EN 474-4:2006+A2:2012
	-
	23-Mar-2012
	
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-5:2007+A3:2014
	Stroji za zemeljska dela - Varnost - 5. del: Zahteve za hidravlične bagre
	Earth-moving machinery - Safety - Part 5: Requirements for hydraulic excavators
	EN 474-5:2006+A3:2013
	-
	28-Nov-2013
	31-Jan-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-6:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 6. del: Zahteve za prekucnike
	Earth-moving machinery - Safety - Part 6: Requirements for dumpers
	EN 474-6:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-7:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 7. del: Zahteve za grabilnike (skreperje)
	Earth-moving machinery - Safety - Part 7: Requirements for scrapers
	EN 474-7:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-8:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 8. del: Zahteve za grederje
	Earth-moving machinery - Safety - Part 8: Requirements for graders
	EN 474-8:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 474-9:2007+A1:2009
	Stroji za zemeljska dela - Varnost - 9. del: Zahteve za stroje za polaganje cevi
	Earth-moving machinery - Safety - Part 9: Requirements for pipelayers
	EN 474-9:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 500-1:2007+A1:2010
	Premični stroji za gradnjo cest - Varnost - 1. del: Splošne zahteve
	Mobile road construction machinery - Safety - Part 1: Common requirements
	EN 500-1:2006+A1:2009
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 500-2:2007+A1:2008
	Premični stroji za gradnjo cest - Varnost - 2. del: Posebne zahteve za stroje za rezkanje cestišča
	Mobile road construction machinery - Safety - Part 2: Specific requirements for road-milling machines
	EN 500-2:2006+A1:2008
	EN 500-2:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 500-3:2007+A1:2008
	Premični stroji za gradnjo cest - Varnost - 3. del: Posebne zahteve za stroje za stabiliziranje tal in stroje za obnavljanje
	Mobile road construction machinery - Safety - Part 3: Specific requirements for soil-stabilising machines and recycling machines
	EN 500-3:2006+A1:2008
	EN 500-3:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 500-4:2011
	Premični stroji za gradnjo cest - Varnost - 4. del: Posebne zahteve za stroje za kompaktiranje tal
	Mobile road construction machinery - Safety - Part 4: Specific requirements for compaction machines
	EN 500-4:2011
	-
	20-Jul-2011
	31-Aug-2011
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 500-6:2007+A1:2008
	Premični stroji za gradnjo cest - Varnost - 6. del: Posebne zahteve za finišerje za ceste
	Mobile road construction machinery - Safety - Part 6: Specific requirements for paver-finishers
	EN 500-6:2006+A1:2008
	EN 500-6:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 528:2008
	Regalna dvigala in oprema - Varnostne zahteve
	Rail dependent storage and retrieval equipment - Safety requirements
	EN 528:2008
	EN 528:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 536:2015
	Stroji za gradnjo cest - Oprema za mešanje materialov za gradnjo cest - Varnostne zahteve
	Road construction machines - Mixing plants for road construction materials - Safety requirements
	EN 536:2015
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 547-1:1998+A1:2008
	Varnost strojev - Mere človeškega telesa - 1. del: Načela določanja priporočenih mer odprtin za dostop celega telesa k stroju
	Safety of machinery - Human body measurements - Part 1: Principles for determining the dimensions required for openings for whole body access into machinery
	EN 547-1:1996+A1:2008
	EN 547-1:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 547-2:1998+A1:2008
	Varnost strojev - Mere človeškega telesa - 2. del: Načela določanja priporočenih mer za dostopne odprtine
	Safety of machinery - Human body measurements - Part 2: Principles for determining the dimensions required for access openings
	EN 547-2:1996+A1:2008
	EN 547-2:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 547-3:1998+A1:2008
	Varnost strojev - Mere človeškega telesa - 3. del: Antropometrični podatki
	Safety of machinery - Human body measurements - Part 3: Anthropometric data
	EN 547-3:1996+A1:2008
	EN 547-3:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 574:1998+A1:2008
	Varnost strojev - Dvoročne krmilne naprave - Funkcionalni vidiki - Načela načrtovanja
	Safety of machinery - Two-hand control devices - Functional aspects - Principles for design
	EN 574:1996+A1:2008
	EN 574:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 609-1:2017
	Kmetijski in gozdarski stroji - Varnost cepilnikov lesa - 1. del: Cepilniki s klinom
	Agricultural and forestry machinery - Safety of log splitters - Part 1: Wedge splitters
	EN 609-1:2017
	-
	09-Jun-2017
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 609-2:2000+A1:2010
	Kmetijski in gozdarski stroji - Varnost cepilnikov lesa - 2. del: Cepilniki z vijakom
	Agricultural and forestry machinery - Safety of log splitters - Part 2: Screw splitters
	EN 609-2:1999+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 614-1:2006+A1:2009
	Varnost strojev - Načela ergonomskega načrtovanja - 1. del: Terminologija in splošna načela
	Safety of machinery - Ergonomic design principles - Part 1: Terminology and general principles
	EN 614-1:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 614-2:2001+A1:2008
	Varnost strojev - Načela ergonomskega načrtovanja - 2. del: Medsebojni vplivi med oblikovanjem strojev in delovnimi nalogami
	Safety of machinery - Ergonomic design principles - Part 2: Interactions between the design of machinery and work tasks
	EN 614-2:2000+A1:2008
	EN 614-2:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 617:2002+A1:2011
	Naprave in sistemi za kontinuirni transport - Varnostne zahteve in zahteve za elektromagnetno združljivost naprav, sistemov in opreme za hranjenje  sipkih materialov v silosih, bunkerjih, zalogovnikih in lijakih (vključno z dopolnilom A1)
	Continuous handling equipment and systems - Safety and EMC requirements for the equipment for the storage of bulk materials in silos, bunkers, bins and hoppers
	EN 617:2001+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 618:2003+A1:2011
	Naprave in sistemi za kontinuirni transport - Varnostne zahteve in zahteve za elektromagnetno združljivost naprav, sistemov in opreme za kontinuirni transport sipkih materialov na pomičnih ogrodjih (razen naprav na nepomičnih ogrodjih) (vključno z dopolnilom A1)
	Continuous handling equipment and systems - Safety and EMC requirements for equipment for mechanical handling of bulk materials except fixed belt conveyors
	EN 618:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 619:2003+A1:2011
	Naprave in sistemi za kontinuirni transport - Varnostne zahteve in zahteve za elektromagnetno združljivost naprav, sistemov in opreme za kontinuirni transport kosovnih tovorov (vključno z dopolnilom A1)
	Continuous handling equipment and systems - Safety and EMC requirements for equipment for mechanical handling of unit loads
	EN 619:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 620:2003+A1:2011
	Naprave in sistemi za kontinuirni transport - Varnostne zahteve in zahteve za elektromagnetno združljivost naprav, sistemov in opreme za kontinuirni transport sipkih materialov na nepomičnih ogrodjih (vključno z dopolnilom A1)
	Continuous handling equipment and systems - Safety and EMC requirements for fixed belt conveyors for bulk materials
	EN 620:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 626-2:1998+A1:2008
	Varnost strojev - Zmanjšanje tveganja za zdravje pred nevarnimi snovmi, ki jih oddajajo stroji - 2. del: Metodologija preverjanja postopkov
	Safety of machinery - Reduction of risk to health from hazardous substances emitted by machinery - Part 2: Methodology leading to verification procedures
	EN 626-2:1996+A1:2008
	EN 626-2:1996
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 676:2004+A2:2008
	Samodejni plinski ventilatorski gorilniki (vključno z dopolnilom A2)
	Automatic forced draught burners for gaseous fuels
	EN 676:2003+A2:2008
	EN 676:2003
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 676:2004+A2:2008/AC:2009
	Popravek AC:2009 k standardu SIST EN 676:2004+A2:2008
	Corrigendum AC:2008 to EN 676:2003+A2:2008
	EN 676:2003+A2:2008/AC:2008
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 690:2014
	Kmetijski stroji - Trosilniki hlevskega gnoja - Varnost
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	Kmetijski in gozdarski stroji - Enoosni traktorji s priključenim prekopalnikom, motorni prekopalniki in motorni prekopalniki s pogonskim(a) kolesom(a) - Varnost
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	SIST EN 741:2001+A1:2011
	Naprave in sistemi za kontinuirni transport - Varnostne zahteve za sisteme in njihove komponente za pnevmatsko manipulacijo sipkega materiala (vključno z dopolnilom A1)
	Continuous handling equipment and systems - Safety requirements for systems and their components for pneumatic handling of bulk materials
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	-
	08-Apr-2011
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	Industrijska termoprocesna oprema - 1. del: Splošne varnostne zahteve za industrijsko termoprocesno opremo
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	Industrijska termoprocesna oprema - 2. del: Varnostne zahteve za sisteme zgorevanja in sisteme za ravnanje z gorivom
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	-
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	Industrijska termoprocesna oprema - 3. del: Varnostne zahteve za pridobivanje in uporabo atmosferskih plinov
	Industrial thermoprocessing equipment - Part 3: Safety requirements for the generation and use of atmosphere gases
	EN 746-3:1997+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 786:1996+A2:2010
	Oprema za nego vrta - Električno gnane, ročno vodljive in prenosne motorne kose za trate in robove trat - Mehanska varnost
	Garden equipment - Electrically powered walk-behind and hand-held lawn trimmers and lawn edge trimmers - Mechanical safety
	EN 786:1996+A2:2009
	-
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	-
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	Neelektrična ročna orodja - Varnostne zahteve - 13. del: Orodja za pritrjevanje/zabijanje
	Hand-held non-electric power tools - Safety requirements - Part 13: Fastener driving tools
	EN 792-13:2000+A1:2008
	EN 792-13:2000
	08-Sep-2009
	02-Oct-2021
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	Črpalke in deli črpalk za tekočine - Splošne varnostne zahteve
	Pumps and pump units for liquids - Common safety requirements
	EN 809:1998+A1:2009
	-
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	Popravek AC:2010 k standardu SIST EN 809:2000+A1:2009
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	EN 809:1998+A1:2009/AC:2010
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	SIST EN 818-1:1999+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 1. del: Splošni prevzemni pogoji
	Short link chain for lifting purposes - Safety - Part 1: General conditions of acceptance
	EN 818-1:1996+A1:2008
	EN 818-1:1996
	08-Sep-2009
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	SIST EN 818-2:1999+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 2. del: Verige za obesne verige srednje tolerance - Kakovostni razred 8
	Short link chain for lifting purposes - Safety - Part 2: Medium tolerance chain for chain slings - Grade 8
	EN 818-2:1996+A1:2008
	EN 818-2:1996
	08-Sep-2009
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	SIST EN 818-3:2001+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 3. del: Verige za obesne verige srednje tolerance - Kakovostni razred 4
	Short link chain for lifting purposes - Safety - Part 3: Medium tolerance chain for chain slings - Grade 4
	EN 818-3:1999+A1:2008
	EN 818-3:1999
	08-Sep-2009
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	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 4. del: Obešalne verige - Kakovostni razred 8
	Short link chain for lifting purposes - Safety - Part 4: Chain slings - Grade 8
	EN 818-4:1996+A1:2008
	EN 818-4:1996
	08-Sep-2009
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	SIST EN 818-5:2001+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 5. del: Obesne verige - Kakovostni razred 4
	Short link chain for lifting purposes - Safety - Part 5: Chain slings - Grade 4
	EN 818-5:1999+A1:2008
	EN 818-5:1999
	08-Sep-2009
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	SIST EN 818-6:2001+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 6. del: Obesne verige - Podatki in navodila za uporabo in vzdrževanje, ki jih mora preskrbeti proizvajalec
	Short link chain for lifting purposes - Safety - Part 6: Chain slings - Specification for information for use and maintenance to be provided by the manufacturer
	EN 818-6:2000+A1:2008
	EN 818-6:2000
	08-Sep-2009
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	SIST EN 818-7:2002+A1:2008
	Kratkočlene okrogle verige za dvigovalne namene - Varnost - 7. del: Verige za dvigala, izdelane v ozkih tolerancah, razred T (vrste T, DAT in DT)
	Short link chain for lifting purposes - Safety - Part 7: Fine tolerance hoist chain, Grade T (Types T, DAT and DT)
	EN 818-7:2002+A1:2008
	EN 818-7:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 842:1998+A1:2008
	Varnost strojev - Vidni signali za nevarnost - Splošne zahteve, načrtovanje in preskušanje
	Safety of machinery - Visual danger signals - General requirements, design and testing
	EN 842:1996+A1:2008
	EN 842:1996
	08-Sep-2009
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	SIST EN 848-1:2007+A2:2012
	Varnost lesnoobdelovalnih strojev - Rezkalni stroji z vrtečim orodjem za enostransko obdelavo - 1. del: Enovretenski vertikalni rezkalni stroji (z dopolnili do vključno A2)
	Safety of woodworking machines - One side moulding machines with rotating tool - Part 1: Single spindle vertical moulding machines
	EN 848-1:2007+A2:2012
	-
	
	19-Sep-2020
	-
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	Varnost lesnoobdelovalnih strojev - Rezkalni stroji z vrtečim orodjem za enostransko obdelavo - 2. del: Enovretenski rezkalni stroji z ročnim/mehanskim podajanjem (z dopolnili do vključno A2)
	Safety of woodworking machines - One side moulding machines with rotating tool - Part 2: Single spindle hand fed/integrated fed routing machines
	EN 848-2:2007+A2:2012
	-
	15-Nov-2012
	31-Mar-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 848-3:2012
	Varnost lesnoobdelovalnih strojev - Rezkalni stroji z vrtečim orodjem za enostransko obdelavo - 3. del: Numerično krmiljeni (NC) vrtalni in rezkalni stroji
	Safety of woodworking machines - One side moulding machines with rotating tools - Part 3: Numerically controlled (NC) boring and routing machines
	EN 848-3:2012
	-
	05-Apr-2013
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 859:2009+A2:2012
	Varnost lesnoobdelovalnih strojev - Skobeljni stroji z ročnim podajanjem (vključno z dopolnili do A2)
	Safety of woodworking machines - Hand fed surface planing machines
	EN 859:2007+A2:2012
	-
	24-Aug-2012
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 860:2009+A2:2012
	Varnost lesnoobdelovalnih strojev - Debelinski skobeljni strojii za enostransko obdelavo (vključno z dopolnili do A2)
	Safety of woodworking machines - One side thickness planing machines
	EN 860:2007+A2:2012
	-
	24-Aug-2012
	02-Oct-2021
	-
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	Varnost lesnoobdelovalnih strojev - Kombinirani in debelinski skobeljni stroji (vključno z dopolnili do A2)
	Safety of woodworking machines - Surface planing and thicknessing machines
	EN 861:2007+A2:2012
	-
	24-Aug-2012
	02-Oct-2021
	-
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	Varnost strojev - Varnostne zahteve za enote za tlačno ulivanje kovin
	Safety of machinery - Safety requirements for pressure metal diecasting units
	EN 869:2006+A1:2009
	-
	08-Sep-2009
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	SIST EN 894-1:2000+A1:2008
	Varnost strojev - Ergonomske zahteve za načrtovanje prikazovalnikov in krmilnih stikal - 1. del: Splošna načela za interakcije človeka s prikazovalniki in krmilnimi stikali
	Safety of machinery - Ergonomics requirements for the design of displays and control actuators - Part 1: General principles for human interactions with displays and control actuators
	EN 894-1:1997+A1:2008
	EN 894-1:1997
	08-Sep-2009
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	Varnost strojev - Ergonomske zahteve za načrtovanje prikazovalnikov in krmilnih stikal - 2. del: Prikazovalniki
	Safety of machinery - Ergonomics requirements for the design of displays and control actuators - Part 2: Displays
	EN 894-2:1997+A1:2008
	EN 894-2:1997
	08-Sep-2009
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	Varnost strojev - Ergonomske zahteve za načrtovanje prikazovalnikov in krmilnih stikal - 3. del: Krmilna stikala
	Safety of machinery - Ergonomics requirements for the design of displays and control actuators - Part 3: Control actuators
	EN 894-3:2000+A1:2008
	EN 894-3:2000
	08-Sep-2009
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	SIST EN 894-4:2010
	Varnost strojev - Ergonomske zahteve za načrtovanje slikovnih zaslonov in krmilnih stikal - 4. del: Namestitev in razvrstitev slikovnih zaslonov in krmilnih stikal
	Safety of machinery - Ergonomics requirements for the design of displays and control actuators - Part 4: Location and arrangement of displays and control actuators
	EN 894-4:2010
	-
	20-Oct-2010
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	Kmetijski in gozdarski stroji - Bobenski namakalniki - Varnost
	Agricultural and forestry machinery - Reel machines for irrigation - Safety
	EN 908:1999+A1:2009
	-
	18-Dec-2009
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	SIST EN 909:1999+A1:2009
	Kmetijski in gozdarski stroji - Namakalne naprave z vrtljivimi in bočnimi krili - Varnost
	Agricultural and forestry machinery - Centre pivot and moving lateral types irrigation machines - Safety
	EN 909:1998+A1:2009
	-
	18-Dec-2009
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	SIST EN 930:2000+A2:2009
	Stroji za izdelavo obutve ter izdelkov iz usnja in njegovih imitacij - Stroji za grobo obdelavo, brušenje, loščenje in robljenje - Varnostne zahteve
	Footwear, leather and imitation leather goods manufacturing machines - Roughing, scouring, polishing and trimming machines - Safety requirements
	EN 930:1997+A2:2009
	-
	18-Dec-2009
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	Stroji za izdelavo čevljev - Stroji za natezanje usnja - Varnostne zahteve
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	EN 931:1997+A2:2009
	-
	18-Dec-2009
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	SIST EN 940:2009+A1:2012
	Varnost lesnoobdelovalnih strojev - Kombinirani lesnoobdelovalni stroji (vključno z dopolnilom A1)
	Safety of woodworking machines - Combined woodworking machines
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	-
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	31-Aug-2012
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	SIST EN 957-6:2011+A1:2014
	Nepremična oprema za vadbo - 6. del: Tekoče preproge, dodatne posebne varnostne zahteve in preskusne metode
	Stationary training equipment - Part 6: Treadmills, additional specific safety requirements and test methods
	EN 957-6:2010+A1:2014
	-
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	Strojarski stroji - Valjčni stroji - Varnostne zahteve
	Tannery machines - Reciprocating roller machines - Safety requirements
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	-
	08-Apr-2011
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	Varnost strojev - Človeške fizične zmogljivosti - 2. del: Ročno upravljanje strojev in njihovih sestavnih delov
	Safety of machinery - Human physical performance - Part 2: Manual handling of machinery and component parts of machinery
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	08-Sep-2009
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	Varnost strojev - Človeške fizične zmogljivosti - 3. del: Priporočene mejne vrednosti potrebne sile za upravljanje strojev
	Safety of machinery - Human physical performance - Part 3: Recommended force limits for machinery operation
	EN 1005-3:2002+A1:2008
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	08-Sep-2009
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	SIST EN 1005-4:2005+A1:2008
	Varnost strojev - Človeške fizične zmogljivosti - 4. del: Vrednotenje delovnih položajev in gibov pri delu s stroji
	Safety of machinery - Human physical performance - Part 4: Evaluation of working postures and movements in relation to machinery
	EN 1005-4:2005+A1:2008
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	08-Sep-2009
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	SIST EN 1010-1:2005+A1:2011
	Varnost strojev - Varnostne zahteve za načrtovanje in konstrukcijo tiskarskih strojev in strojev za obdelavo papirja - 1. del: Splošne zahteve
	Safety of machinery - Safety requirements for the design and construction of printing and paper converting machines - Part 1: Common requirements
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	SIST EN 1010-2:2006+A1:2010
	Varnost strojev - Varnostne zahteve za načrtovanje in konstrukcijo tiskarskih strojev in strojev za obdelavo papirja - 2. del: Tiskarski in lakirni stroji, vključno s stroji za predtiskanje
	Safety of machinery - Safety requirements for the design and construction of printing and paper converting machines - Part 2: Printing and varnishing machines including pre-press machinery
	EN 1010-2:2006+A1:2010
	EN 1010-2:2006
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	SIST EN 1010-3:2003+A1:2009
	Varnost strojev - Varnostne zahteve za načrtovanje in konstrukcijo tiskarskih strojev in strojev za obdelavo papirja - 3. del: Rezalniki
	Safety of machinery - Safety requirements for the design and construction of printing and paper converting machines - Part 3: Cutting machines
	EN 1010-3:2002+A1:2009
	-
	18-Dec-2009
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	SIST EN 1010-4:2004+A1:2009
	Varnost strojev - Varnostne zahteve za načrtovanje in konstrukcijo tiskarskih strojev in strojev za obdelavo papirja - 4. del: Stroji za vezavo knjig, obdelavo in izdelavo papirja
	Safety of machinery - Safety requirements for the design and construction of printing and paper converting machines - Part 4: Bookbinding, paper converting and finishing machines
	EN 1010-4:2004+A1:2009
	-
	18-Dec-2009
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	SIST EN 1012-1:2010
	Kompresorji in vakuumske črpalke - Varnostne zahteve - 1. del: Kompresorji za zrak
	Compressors and vacuum pumps - Safety requirements - Part 1: Air compressors
	EN 1012-1:2010
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	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1012-2:2001+A1:2009
	Kompresorji in vakuumske črpalke - Varnostne zahteve - 2. del: Vakuumske črpalke
	Compressors and vacuum pumps - Safety requirements - Part 2: Vacuum pumps
	EN 1012-2:1996+A1:2009
	-
	18-Dec-2009
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	SIST EN 1012-3:2014
	Kompresorji in vakuumske črpalke - Varnostne zahteve - 3. del: Procesni kompresorji
	Compressors and vacuum pumps - Safety requirements - Part 3: Process compressors
	EN 1012-3:2013
	-
	11-Apr-2014
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	SIST EN 1028-1:2003+A1:2009
	Gasilske črpalke - Gasilske centrifugalne črpalke s sesalno napravo - 1. del: Klasifikacija - Splošne zahteve in zahteve za varnost
	Fire-fighting pumps - Fire-fighting centrifugal pumps with primer - Part 1: Classification - General and safety requirements
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	SIST EN 1028-2:2003+A1:2008
	Gasilske črpalke - Gasilske centrifugalne črpalke s sesalno napravo - 2. del: Preverjanje splošnih in varnostnih zahtev
	Fire-fighting pumps - Fire-fighting centrifugal pumps with primer - Part 2: Verification of general and safety requirements
	EN 1028-2:2002+A1:2008
	EN 1028-2:2002
	08-Sep-2009
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	SIST EN 1032:2004+A1:2009
	Mehanske vibracije - Preskušanje mobilnih strojev za ugotavljanje vrednosti oddajanja vibracij
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	Vozila za zbiranje odpadkov - Splošne in varnostne zahteve - 1. del: Vozila za zbiranje odpadkov z nakladanjem zadaj
	Refuse collection vehicles - General requirements and safety requirements - Part 1: Rear loaded refuse collection vehicles
	EN 1501-1:2011+A1:2015
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1501-2:2005+A1:2010
	Vozila za zbiranje odpadkov in pripadajoči iztresalniki - Splošne in varnostne zahteve - 2. del: Vozila za zbiranje odpadkov z nakladanjem s strani
	Refuse collection vehicles and associated lifting devices - General requirements and safety requirements - Part 2: Side loaded refuse collection vehicles
	EN 1501-2:2005+A1:2009
	-
	29-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1501-3:2008
	Vozila za zbiranje odpadkov in pripadajoči iztresalniki - Splošne in varnostne zahteve - 3. del: Vozila za zbiranje odpadkov z nakladanjem spredaj
	Refuse collection vehicles and associated lifting devices - General requirements and safety requirements - Part 3: Front loaded refuse collection vehicles
	EN 1501-3:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1501-4:2008
	Vozila za zbiranje odpadkov in pripadajoči iztresalniki - Splošne in varnostne zahteve - 4. del: Navodilo za merjenje hrupa vozil za zbiranje odpadkov
	Refuse collection vehicles and their associated lifting devices - General requirements and safety requirements - Part 4: Noise test code for refuse collection vehicles
	EN 1501-4:2007
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1501-5:2011
	Vozila za zbiranje odpadkov - Splošne in varnostne zahteve - 5. del: Iztresalniki za vozila za zbiranje odpadkov
	Refuse collection vehicles - General requirements and safety requirements - Part 5: Lifting devices for refuse collection vehicles
	EN 1501-5:2011
	-
	18-Nov-2011
	29-Feb-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1526:1998+A1:2008
	Varnost vozil za talni transport - Dodatne zahteve za avtomatiko na vozilih
	Safety of industrial trucks - Additional requirements for automated functions on trucks
	EN 1526:1997+A1:2008
	EN 1526:1997
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1539:2010
	Sušilniki in peči, v katerih se sproščajo vnetljive snovi - Varnostne zahteve
	Dryers and ovens, in which flammable substances are released - Safety requirements
	EN 1539:2009
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1539:2016
	Sušilniki in peči, v katerih se sproščajo vnetljive snovi - Varnostne zahteve
	Dryers and ovens, in which flammable substances are released - Safety requirements
	EN 1539:2015
	-
	13-May-2016
	30-Apr-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1547:2001+A1:2009
	Industrijska termoprocesna oprema - Postopek merjenja hrupa industrijske termoprocesne opreme in pripadajoče pomožne opreme
	Industrial thermoprocessing equipment - Noise test code for industrial thermoprocessing equipment including its ancillary handling equipment
	EN 1547:2001+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1550:2000+A1:2008
	Varnost obdelovalnih strojev - Varnostne zahteve za načrtovanje in konstrukcijo vpenjalnih glav za obdelovance
	Machine-tools safety - Safety requirements for the design and construction of work holding chucks
	EN 1550:1997+A1:2008
	EN 1550:1997
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1554:2012
	Naprave za kontinuirni transport - Trakovi tračnih transporterjev - Preskušanje trenja na pogonskem bobnu
	Conveyor belts - Drum friction testing
	EN 1554:2012
	-
	24-Aug-2012
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1570-1:2012+A1:2014
	Varnostne zahteve za dvižne mize - 1. del: Dvižne mize za dvigovanje do dveh stalnih nivojev
	Safety requirements for lifting tables - Part 1: Lifting tables serving up to two fixed landings
	EN 1570-1:2011+A1:2014
	-
	13-May-2016
	13-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1570-2:2017
	Varnostne zahteve za dvižne mize - 2. del: Dvižne mize za dvigovanje do več kot dveh stalnih nivojev v stavbi, katerih hitrost navpičnega dvigovanja ne presega 0,15 m/s
	Safety requirements for lifting tables - Part 2: Lifting tables serving more than 2 fixed landings of a building, for lifting goods with a vertical travel speed not exceeding 0,15 m/s
	EN 1570-2:2016
	-
	09-Jun-2017
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1612-1:2000+A1:2008
	Stroji za predelavo gume in plastike - Stroji za tlačno litje - 1. del: Varnostne zahteve za dozirnike in mešalnike
	Plastics and rubber machines - Reaction moulding machines - Part 1: Safety requirements for metering and mixing units
	EN 1612-1:1997+A1:2008
	EN 1612-1:1997
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1672-2:2005+A1:2009
	Stroji za predelavo hrane - Osnovni koncepti - 2. del: Higienske zahteve
	Food processing machinery - Basic concepts - Part 2: Hygiene requirements
	EN 1672-2:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1673:2002+A1:2010
	Stroji za predelavo hrane - Peči z vrtljivim vozičkom - Varnostne in higienske zahteve
	Food processing machinery - Rotary rack ovens - Safety and hygiene requirements
	EN 1673:2000+A1:2009
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1674:2015
	Stroji za predelavo hrane - Stroji za valjanje testa - Varnostne in higienske zahteve
	Food processing machinery - Dough sheeters - Safety and hygiene requirements
	EN 1674:2015
	-
	15-Jan-2016
	31-Mar-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-1:2001+A1:2009
	Sestavni deli obes - Varnost - 1. del: Kovani jekleni deli, kakovostni razred 8
	Components for slings - Safety - Part 1: Forged steel components, Grade 8
	EN 1677-1:2000+A1:2008
	EN 1677-1:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-2:2001+A1:2008
	Sestavni deli obes - Varnost - 2. del: Kovani dvigalni kavlji z varovalom, kakovostni razred 8
	Components for slings - Safety - Part 2: Forged steel lifting hooks with latch, Grade 8
	EN 1677-2:2000+A1:2008
	EN 1677-2:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-3:2002+A1:2008
	Sestavni deli obes - Varnost - 3. del: Kovani jekleni samozapiralni kavlji - Kakovostni razred 8
	Components for slings - Safety - Part 3: Forged steel self-locking hooks - Grade 8
	EN 1677-3:2001+A1:2008
	EN 1677-3:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-4:2001+A1:2009
	Sestavni deli obes - Varnost - 4. del: Členi, kakovostni razred 8
	Components for slings - Safety - Part 4: Links, Grade 8
	EN 1677-4:2000+A1:2008
	EN 1677-4:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-5:2001+A1:2009
	Sestavni deli obes - Varnost - 5. del: Kovani kavlji z varovalom - Kakovostni razred 4
	Components for slings - Safety - Part 5: Forged steel lifting hooks with latch - Grade 4
	EN 1677-5:2001+A1:2008
	EN 1677-5:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1677-6:2001+A1:2009
	Sestavni deli obes - Varnost - 6. del: Členi - Kakovostni razred 4
	Components for slings - Safety - Part 6: Links - Grade 4
	EN 1677-6:2001+A1:2008
	EN 1677-6:2001
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1678:2000+A1:2010
	Stroji za predelavo hrane - Stroji za rezanje zelenjave - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Vegetable cutting machines - Safety and hygiene requirements
	EN 1678:1998+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1679-1:2000+A1:2011
	Batni stroji z notranjim zgorevanjem - Varnost - 1. del: Dizelski motorji
	Reciprocating internal combustion engines - Safety - Part 1: Compression ignition engines
	EN 1679-1:1998+A1:2011
	-
	20-Jul-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1710:2006+A1:2008
	Oprema in komponente, namenjene za uporabo v potencialno eksplozivnih atmosferah v podzemnih rudnikih
	Equipment and components intended for use in potentially explosive atmospheres in underground mines
	EN 1710:2005+A1:2008
	EN 1710:2005
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1755:2001+A2:2013
	Vozila za talni transport - Obratovanje v potencialno eksplozivnih atmosferah - Uporaba v območju vnetljivega plina, pare, megle in prahu
	Safety of industrial trucks - Operation in potentially explosive atmospheres - Use in flammable gas, vapour, mist and dust
	EN 1755:2000+A2:2013
	-
	
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1756-1:2002+A1:2008
	Dvižne ploščadi - Dvižne ploščadi, nameščene na cestna vozila - Varnostne zahteve - 1. del: Tovorne dvižne ploščadi
	Tail lifts - Platform lifts for mounting on wheeled vehicles - Safety requirements - Part 1: Tail lifts for goods
	EN 1756-1:2001+A1:2008
	EN 1756-1:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1756-2:2004+A1:2010
	Dvižne ploščadi - Dvižne ploščadi, nameščene na cestna vozila - Varnostne zahteve - 2. del: Dvižne ploščadi za potnike
	Tail lifts - Platform lifts for mounting on wheeled vehicles - Safety requirements - Part 2: Tail lifts for passengers
	EN 1756-2:2004+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1804-1:2002+A1:2010
	Stroji za podzemne rudnike - Varnostne zahteve za hidravlično podporje - 1. del: Deli podporja in splošne zahteve
	Machines for underground mines - Safety requirements for hydraulic powered roof supports - Part 1: Support units and general requirements
	EN 1804-1:2001+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1804-2:2002+A1:2010
	Stroji za podzemne rudnike - Varnostne zahteve za hidravlično podporje - 2. del: Deli hidravličnih stojk in potisnih cilindrov
	Machines for underground mines - Safety requirements for hydraulic powered roof supports - Part 2: Power set legs and rams
	EN 1804-2:2001+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1804-3:2006+A1:2010
	Stroji za podzemne rudnike - Varnostne zahteve za hidravlično podporje - 3. del: Hidravlični krmilni sistemi
	Machines for underground mines - Safety requirements for hydraulic powered roof supports - Part 3: Hydraulic control systems
	EN 1804-3:2006+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1807-1:2013
	Varnost lesnoobdelovalnih strojev - Tračne žage - 1. del: Namizne tračne žage in žage za rezanje desk
	Safety of woodworking machines - Band sawing machines - Part 1: Table band saws and band re-saws
	EN 1807-1:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1807-2:2013
	Varnost lesnoobdelovalnih strojev - Tračne žage - 2. del: Žage za razrez hlodovine
	Safety of woodworking machines - Band sawing machines - Part 2: Log sawing machines
	EN 1807-2:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1808:2015
	Varnostne zahteve za visečo opremo, namenjeno dostopu - Konstrukcijski izračuni, kriteriji stabilnosti, izvedbe - Pregledi in preskusi
	Safety requirements for suspended access equipment - Design calculations, stability criteria, construction - Examinations and tests
	EN 1808:2015
	-
	13-May-2016
	13-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1829-1:2010
	Visokotlačni stroji z vodnim curkom - Varnostne zahteve - 1. del: Stroji
	High pressure water jet machines - Safety requirements - Part 1: Machines
	EN 1829-1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1829-2:2008
	Visokotlačni stroji z vodnim curkom - Varnostne zahteve - 2. del: Cevi, cevne napeljave in cevni priključki
	High-pressure water jet machines - Safety requirements - Part 2: Hoses, hose lines and connectors
	EN 1829-2:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1829-2:2008/AC:2011
	Popravek AC:2011 k standardu SIST EN 1829-2:2008
	Corrigendum AC:2011 to EN 1829-2:2008
	EN 1829-2:2008/AC:2011
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1837:1999+A1:2009
	Varnost strojev - Integralna razsvetljava strojev
	Safety of machinery - Integral lighting of machines
	EN 1837:1999+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1845:2008
	Stroji za izdelavo obutve - Stroji za oblikovanje obutve - Varnostne zahteve
	Footwear manufacturing machines - Footwear moulding machines - Safety requirements
	EN 1845:2007
	EN 1845:1998
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1846-2:2010+A1:2013
	Gasilska in reševalna vozila - 2. del: Splošne zahteve - Varnost in obnašanje pri uporabi
	Firefighting and rescue service vehicles - Part 2: Common requirements - Safety and performance
	EN 1846-2:2009+A1:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1846-3:2013
	Gasilska in reševalna vozila - 3. del: Trajno vgrajena oprema - Varnost in zahteve za obnašanje v uporabi
	Firefighting and rescue service vehicles - Part 3: Permanently installed equipment - Safety and performance
	EN 1846-3:2013
	-
	28-Nov-2013
	31-Jan-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1853:1999+A1:2010
	Kmetijski stroji - Prikolice z dvižnim kesonom - Varnost
	Agricultural machinery - Trailers with tipping body - Safety
	EN 1853:1999+A1:2009
	-
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1853:2018
	Kmetijski stroji - Prikolice s prekucnim kesonom - Varnost
	Agricultural machinery - Trailers with tipping body - Safety
	EN 1853:2017
	-
	19-Apr-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-10:2013
	Varnost lesnoobdelovalnih strojev - Krožne žage - 10. del: Enolistne zajeralne avtomatske in polavtomatske krožne žage za prečni rez
	Safety of woodworking machines - Circular sawing machines - Part 10: Single blade automatic and semi-automatic up-cutting cross-cut sawing machines
	EN 1870-10:2013
	-
	28-Nov-2013
	30-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-11:2014
	Varnost lesnoobdelovalnih strojev - Krožne žage - 11. del: Polavtomatske horizontalne krožne žage za prečni rez z eno rezalno enoto (radialne žage)
	Safety of woodworking machines - Circular sawing machines - Part 11: Semi automatic horizontal cross-cut sawing machines with one saw unit (radial arm saws)
	EN 1870-11:2013
	-
	11-Apr-2014
	30-Apr-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-12:2014
	Varnost lesnoobdelovalnih strojev - Krožne žage - 12. del: Nihalne krožne žage za prečni rez
	Safety of woodworking machines - Circular sawing machines - Part 12: Pendulum cross-cut sawing machines
	EN 1870-12:2013
	-
	11-Apr-2014
	30-Apr-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-13:2008+A2:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 13. del: Horizontalne krožne žage za razrez plošč (vključno z dopolnili do A2)
	Safety of woodworking machines - Circular sawing machines - Part 13: Horizontal beam panel sawing machines
	EN 1870-13:2007+A2:2012
	-
	05-Jun-2012
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-14:2008+A2:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 14. del: Vertikalne krožne žage (vključno z dopolnili do A2)
	Safety of woodworking machines - Circular sawing machines - Part 14: Vertical panel sawing machines
	EN 1870-14:2007+A2:2012
	-
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-15:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 15. del: Večlistne krožne žage za prečni rez z mehanskim pomikom obdelovanca in ročnim podajanjem in/ali odvzemom
	Safety of woodworking machines - Circular sawing machines - Part 15: Multi-blade cross-cut sawing machines with integrated feed of the workpiece and manual loading and/or unloading
	EN 1870-15:2012
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-16:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 16. del: Dvojne zajeralne žage za V-rezanje
	Safety of woodworking machines - Circular sawing machines - Part 16: Double mitre sawing machines for V cutting
	EN 1870-16:2012
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-17:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 17. del: Ročne horizontalne krožne žage za prečni rez z eno rezalno enoto (ročne radialne žage)
	Safety of woodworking machines - Circular sawing machines - Part 17: Manual horizontal cutting cross-cut sawing machines with one saw unit (manual radial arm saws)
	EN 1870-17:2012
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-18:2013
	Varnost lesnoobdelovalnih strojev - Krožne žage - 18. del: Formatne žage
	Safety of woodworking machines - Circular sawing machines - Part 18: Dimension saws
	EN 1870-18:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-19:2014
	Varnost lesnoobdelovalnih strojev - Krožne žage - 19. del: Krožne žage (z dodajalno mizo ali brez nje) in krožne žage, ki se uporabljajo na gradbišču
	Safety of woodworking machines - Circular sawing machines - Part 19: Circular saw benches (with and without sliding table) and building site saws
	EN 1870-19:2013
	-
	11-Apr-2014
	31-May-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-3:2002+A1:2009
	Varnost lesnoobdelovalnih strojev - Krožne žage - 3. del: Čelilne žage za rezanje od zgoraj navzdol in kombinirane čelilne in krožne žage z delovno mizo
	Safety of woodworking machines - Circular sawing machines - Part 3: Down cutting cross-cut saws and dual purpose down cutting cross-cut saws/circular saw benches
	EN 1870-3:2001+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-4:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 4. del: Večlistne krožne žage za vzdolžni rez z ročnim podajanjem in/ali odvzemom
	Safety of woodworking machines - Circular sawing machines - Part 4: Multi-blade rip sawing machines with manual loading and/or unloading
	EN 1870-4:2012
	-
	05-Jun-2012
	30-Sep-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-5:2003+A2:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 5. del: Krožne žage z delovno mizo/krožne žage za prečni rez od spodaj navzgor (z dopolnili do vključno A2)
	Safety of woodworking machines - Circular sawing machines - Part 5: Circular sawbenches/up-cutting cross-cut sawing machines
	EN 1870-5:2002+A2:2012
	-
	15-Nov-2012
	31-Mar-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-6:2003+A1:2009
	Varnost lesnoobdelovalnih strojev - Krožne žage - 6. del: Krožne žage za drva in večnamenske žage za drva z delovno mizo z ročnim podajanjem in/ali odvzemom
	Safety of woodworking machines - Circular sawing machines - Part 6: Circular sawing machines for firewood and dual purpose circular sawing machines for firewood/circular saw benches, with manual loading and/or unloading
	EN 1870-6:2002+A1:2009
	-
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-6:2018
	Varnost lesnoobdelovalnih strojev - Krožne žage - 6. del: Krožne žage za drva
	Safety of woodworking machines - Circular sawing machines - Part 6: Circular sawing machines for fire wood
	EN 1870-6:2017
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 1870-7:2012
	Varnost lesnoobdelovalnih strojev - Krožne žage - 7. del: Enolistne krožne žage za razrez hlodov z vgrajeno podajalno mizo in ročnim podajanjem in/ali odvzemom
	Safety of woodworking machines - Circular sawing machines - Part 7: Single blade log sawing machines with integrated feed table and manual loading and/or unloading
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	EN ISO 2151:2004
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	Stroji za zemeljska dela - Laboratorijsko ovrednotenje zaščite - Mejno področje deformacije (ISO 3164:2013)
	Earth-moving machinery - Laboratory evaluations of protective structures - Specifications for deflection-limiting volume (ISO 3164:2013)
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	Kovani jekleni očesni vijaki (razred izdelave 4) za splošne dvigalne namene (ISO 3266:2010)
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	EN ISO 3411:2007
	EN ISO 3411:1999
	08-Sep-2009
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	Stroji za zemeljska dela - Zaščita pred padajočimi predmeti - Laboratorijski preskusi in zahteve (ISO 3449:2005)
	Earth-moving machinery - Falling-object protective structures - Laboratory tests and performance requirements (ISO 3449:2005)
	EN ISO 3449:2008
	EN ISO 3449:2005
	08-Sep-2009
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	Stroji za zemeljska dela - Stroji s kolesi ali gumijastimi gosenicami za velike hitrosti - Zahteve za zmogljivost in preskusni postopki zavornih sistemov (ISO 3450:2011)
	Earth-moving machinery - Wheeled or high-speed rubber-tracked machines - Performance requirements and test procedures for brake systems (ISO 3450:2011)
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	-
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	Stroji za zemeljska dela -  Strukture za zaščito pred prevračanjem - Laboratorijski preskusi in zahtevane lastnosti (ISO 3471:2008)
	Earth-moving machinery - Roll-over protective structures - Laboratory tests and performance requirements (ISO 3471:2008)
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	EN 13510:2000
	08-Sep-2009
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	SIST EN ISO 3691-1:2015
	Vozila za talni transport - Varnostne zahteve in preverjanje - 1. del: Vozila za talni transport z lastnim pogonom, razen vozil brez voznika, vozil s spremenljivim dosegom in tovornih vozičkov (ISO 3691-1:2011, vključuje Popravek 1:2013)
	Industrial trucks - Safety requirements and verification - Part 1: Self-propelled industrial trucks, other than driverless trucks, variable-reach trucks and burden-carrier trucks (ISO 3691-1:2011, including Cor 1:2013)
	EN ISO 3691-1:2015
	-
	15-Jan-2016
	31-Jan-2016
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	SIST EN ISO 3691-1:2015/AC:2016
	Popravek AC:2016 k standardu SIST EN ISO 3691-1:2015
	Corrigendum AC:2016 to EN ISO 3691-1:2015
	EN ISO 3691-1:2015/AC:2016
	-
	09-Sep-2016
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	SIST EN ISO 3691-5:2014
	Vozila za talni transport - Varnostne zahteve in preverjanje - 5. del: Ročno gnana vozila (ISO 3691-5:2014)
	Industrial trucks - Safety requirements and verification - Part 5: Pedestrian-propelled trucks (ISO 3691-5:2014)
	EN ISO 3691-5:2014
	-
	11-Jul-2014
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	SIST EN ISO 3691-5:2014/AC:2014
	Popravek AC:2014 k standardu SIST EN ISO 3691-5:2014
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	EN ISO 3691-5:2014/AC:2014
	-
	02-Apr-2020
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 3691-5:2016
	Vozila za talni transport - Varnostne zahteve in preverjanje - 5. del: Ročno gnana vozila (ISO 3691-5:2014)
	Industrial trucks - Safety requirements and verification - Part 5: Pedestrian-propelled trucks (ISO 3691-5:2014)
	EN ISO 3691-5:2015
	-
	02-Apr-2020
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	SIST EN ISO 3691-6:2016
	Vozila za talni transport - Varnostne zahteve in preverjanje - 6. del: Tovorni in osebni vozički (ISO 3691-6:2013)
	Industrial trucks - Safety requirements and verification - Part 6: Burden and personnel carriers (ISO 3691-6:2013)
	EN ISO 3691-6:2015
	-
	13-May-2016
	30-Apr-2016
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	SIST EN ISO 3691-6:2016/AC:2016
	Popravek AC:2016 k standardu SIST EN ISO 3691-6:2016
	Corrigendum AC:2016 to EN ISO 3691-6:2015
	EN ISO 3691-6:2015/AC:2016
	-
	09-Sep-2016
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	SIST EN ISO 3741:2010
	Akustika - Določanje ravni zvočnih moči in ravni zvočne energije virov hrupa z zvočnim tlakom - Precizijska metoda za odmevnice (ISO 3741:2010)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Precision methods for reverberation test rooms (ISO 3741:2010)
	EN ISO 3741:2010
	-
	08-Apr-2011
	30-Apr-2011
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	SIST EN ISO 3743-1:2010
	Akustika - Ugotavljanje ravni zvočnih moči in ravni zvočne energije virov hrupa z zvočnim tlakom - Inženirske metode za majhne premične vire v odmevnih poljih - 1. del: Primerjalna metoda za preskušanje v prostoru z zvočno refleksijskimi (odbojnimi) stenami (ISO 3743-1:2010)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Engineering methods for small movable sources in reverberant fields - Part 1: Comparison method for a hard-walled test room (ISO 3743-1:2010)
	EN ISO 3743-1:2010
	-
	08-Apr-2011
	30-Apr-2011
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	Akustika - Ugotavljanje ravni zvočnih moči virov hrupa z merjenjem zvočnega tlaka - Inženirske metode za majhne premične vire v odmevnih poljih - 2. del: Metode za posebne odmevnice (ISO 3743-2:1994)
	Acoustics - Determination of sound power levels of noise sources using sound pressure - Engineering methods for small, movable sources in reverberant fields - Part 2: Methods for special reverberation test rooms (ISO 3743-2:1994)
	EN ISO 3743-2:2009
	-
	18-Dec-2009
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	SIST EN ISO 3744:2010
	Akustika - Ugotavljanje ravni zvočnih moči virov hrupa z merjenjem zvočnega tlaka - Inženirska metoda v pretežno prostem polju nad odbojno ravnino (ISO 3744:2010)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Engineering methods for an essentially free field over a reflecting plane (ISO 3744:2010)
	EN ISO 3744:2010
	-
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	Akustika - Ugotavljanje ravni zvočnih moči in ravni zvočne energije virov hrupa z zvočnim tlakom - Precizijska metoda za gluhe in polgluhe prostore (ISO 3745:2012)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Precision methods for anechoic rooms and hemi-anechoic rooms (ISO 3745:2012)
	EN ISO 3745:2012
	-
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	Dopolnilo A1:2017 k standardu SIST EN ISO 3745:2012
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	-
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	30-Jun-2018
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	Akustika - Določanje ravni zvočnih moči in ravni zvočne energije virov hrupa z zvočnim tlakom - Informativna metoda z merilno ploskvijo, sklenjeno okrog vira hrupa nad odbojno ravnino (ISO 3746:2010)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Survey method using an enveloping measurement surface over a reflecting plane (ISO 3746:2010)
	EN ISO 3746:2010
	-
	08-Apr-2011
	30-Jun-2011
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	Akustika - Določanje ravni zvočnih moči in in ravni zvočne energije virov hrupa  z zvočnim tlakom - Inženirska/informativna metoda za uporabo na kraju samem (in situ) v odmevnem okolju (ISO 3747:2010)
	Acoustics - Determination of sound power levels and sound energy levels of noise sources using sound pressure - Engineering/survey methods for use in situ in a reverberant environment (ISO 3747:2010)
	EN ISO 3747:2010
	-
	08-Apr-2011
	30-Jun-2011
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	SIST EN ISO 4254-1:2016
	Kmetijski stroji - Varnost - 1. del: Splošne zahteve (ISO 4254-1:2013)
	Agricultural machinery - Safety - Part 1: General requirements (ISO 4254-1:2013)
	EN ISO 4254-1:2015
	-
	13-May-2016
	30-Apr-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 4254-10:2010
	Kmetijski stroji - Varnost - 10. del: Vrtavkasti obračalniki in zgrabljalniki (ISO 4254-10:2009)
	Agricultural machinery - Safety - Part 10: Rotary tedders and rakes (ISO 4254-10:2009)
	EN ISO 4254-10:2009
	-
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	Kmetijski stroji - Varnost - 11. del: Pobiralne naprave pri balirkah (ISO 4254-11:2010)
	Agricultural machinery - Safety - Part 11: Pick-up balers (ISO 4254-11:2010)
	EN ISO 4254-11:2010
	-
	08-Apr-2011
	30-Jun-2011
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 4254-12:2012
	Kmetijski stroji - Varnost - 12. del: Rotacijske kosilnice in mulčerji (ISO 4254-12:2012)
	Agricultural machinery - Safety - Part 12: Rotary mowers and flail-mowers (ISO 4254-12:2012)
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	-
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	EN ISO 4254-12:2012/A1:2017
	-
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	Kmetijski stroji - Varnost - 14. del: Zavite bale (ISO 4254-14:2016)
	Agricultural machinery - Safety - Part 14: Bale wrappers (ISO 4254-14:2016)
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	-
	09-Sep-2016
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	Kmetijski stroji - Varnost - 5. del: Gnani stroji za obdelavo tal (ISO 4254-5:2008)
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	Kmetijski stroji - Varnost - 5. del: Gnani stroji za obdelavo tal (ISO 4254-5:2018)
	Agricultural machinery - Safety - Part 5: Power-driven soil-working machines (ISO 4254-5:2018)
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	-
	19-Mar-2019
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	Kmetijski stroji - Varnost - 6. del: Škropilnice in naprave za razdeljevanje tekočih gnojil (ISO 4254-6:2009)
	Agricultural machinery - Safety - Part 6: Sprayers and liquid fertilizer distributors (ISO 4254-6:2009)
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	-
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	Agricultural machinery - Safety - Part 7: Combine harvesters, forage harvesters and cotton harvesters (ISO 4254-7:2008)
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	Agricultural machinery - Safety - Part 7: Combine harvesters, forage harvesters, cotton harvesters and sugar cane harversters (ISO 4254-7:2017)
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	-
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	-
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	Oprema za nego vrta - Varnostne zahteve za motorne vrtne kosilnice - 1. del: Terminologija in splošni preskusi (ISO 5395-1:2013)
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	SIST EN 12001:2012
	Stroji za transport, brizganje in polaganje betona in malte - Varnostne zahteve
	Conveying, spraying and placing machines for concrete and mortar - Safety requirements
	EN 12001:2012
	-
	15-Nov-2012
	28-Feb-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12012-1:2007+A1:2008
	Stroji za predelavo gume in plastike - Drobilni stroji - 1. del: Varnostne zahteve za rezalne drobilnike
	Plastics and rubber machines - Size reduction machines - Part 1: Safety requirements for blade granulators
	EN 12012-1:2007+A1:2008
	EN 12012-1:2007
	08-Sep-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12012-1:2018
	Stroji za predelavo gume in plastike - Drobilni stroji - 1. del: Varnostne zahteve za rezalne drobilnike in drobilnike
	Plastics and rubber machines - Size reduction machines - Part 1: Safety requirements for blade granulators and shredders
	EN 12012-1:2018
	-
	02-Apr-2020
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12012-3:2002+A1:2008
	Stroji za predelavo gume in plastike - Drobilni stroji - 3. del: Varnostne zahteve za drobilnike
	Plastics and rubber machines - Size reduction machines - Part 3: Safety requirements for shredders
	EN 12012-3:2001+A1:2008
	EN 12012-3:2001
	08-Sep-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12012-4:2007+A1:2008
	Stroji za predelavo gume in plastike - Drobilni stroji - 4. del: Varnostne zahteve za aglomeratorje
	Plastics and rubber machines - Size reduction machines - Part 4: Safety requirements for agglomerators
	EN 12012-4:2006+A1:2008
	EN 12012-4:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12013:2000+A1:2008
	Stroji za predelavo gume in plastike - Notranji mešalniki - Varnostne zahteve
	Plastics and rubber machines - Internal mixers - Safety requirements
	EN 12013:2000+A1:2008
	EN 12013:2000
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12013:2018
	Stroji za predelavo gume in plastike - Notranji mešalniki - Varnostne zahteve
	Plastics and rubber machines - Internal mixers - Safety requirements
	EN 12013:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12016:2013
	Elektromagnetna združljivost - Standard skupine izdelkov za dvigala (lifte), tekoče stopnice in tekoče steze - Odpornost proti motnjam
	Electromagnetic compatibility - Product family standard for lifts, escalators and moving walks - Immunity
	EN 12016:2013
	-
	28-Nov-2013
	28-Feb-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12041:2015
	Stroji za predelavo hrane - Stroji za vzdolžno oblikovanje testa - Varnostne in higienske zahteve
	Food processing machinery - Moulders - Safety and hygiene requirements
	EN 12041:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12042:2014
	Stroji za predelavo hrane - Avtomatski delilniki testa - Varnostne in higienske zahteve
	Food processing machinery - Automatic dough dividers - Safety and hygiene requirements
	EN 12042:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12043:2015
	Stroji za predelavo hrane - Komore za vmesno počivanje testa - Varnostne in higienske zahteve
	Food processing machinery - Intermediate provers - Safety and hygiene requirements
	EN 12043:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12044:2005+A1:2009
	Stroji za izdelavo obutve ter izdelkov iz usnja in njegovih imitacij - Rezalni in izsekovalni stroji - Varnostne zahteve
	Footwear, leather and imitation leather goods manufacturing machines - Cutting and punching machines - Safety requirements
	EN 12044:2005+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12053:2002+A1:2008
	Varnost vozil za talni transport - Preskusne metode za merjenje emisije hrupa
	Safety of industrial trucks - Test methods for measuring noise emissions
	EN 12053:2001+A1:2008
	EN 12053:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12077-2:1999+A1:2008
	Varnost dvigal (žerjavov) - Zahteve za zdravje in varnost - 2. del: Naprave za omejevanje in zaznavanje
	Cranes safety - Requirements for health and safety - Part 2: Limiting and indicating devices
	EN 12077-2:1998+A1:2008
	EN 12077-2:1998
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 12100:2011
	Varnost strojev - Splošna načela načrtovanja - Ocena tveganja in zmanjšanje tveganja (ISO 12100:2010)
	Safety of machinery - General principles for design - Risk assessment and risk reduction (ISO 12100:2010)
	EN ISO 12100:2010
	-
	08-Apr-2011
	30-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12110:2014
	Stroji za gradnjo predorov - Zračne zapore - Varnostne zahteve
	Tunnelling machines - Air locks - Safety requirements
	EN 12110:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12111:2014
	Stroji za gradnjo predorov - Odkopne naprave - Varnostne zahteve
	Tunnelling machines - Road headers and continuous miners - Safety requirements
	EN 12111:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12158-1:2002+A1:2010
	Gradbena dvigala za prevoz materiala - 1. del: Dvigala z dostopno dvižno ploščadjo (vključno z dopolnilom A1)
	Builders' hoists for goods - Part 1: Hoists with accessible platforms
	EN 12158-1:2000+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12158-2:2002+A1:2010
	Gradbena dvigala za prevoz materiala - 2. del: Poševna dvigala z nedostopnim sredstvom za prevoz tovora (vključno z dopolnilom A1)
	Builders' hoists for goods - Part 2: Inclined hoists with non-accessible load carrying devices
	EN 12158-2:2000+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12159:2013
	Gradbena dvigala za osebe in tovor z navpično vodeno košaro
	Builders hoists for persons and materials with vertically guided cages
	EN 12159:2012
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12162:2002+A1:2009
	Črpalke za tekočine - Varnostne zahteve - Postopek za hidrostatično preskušanje
	Liquid pumps - Safety requirements - Procedure for hydrostatic testing
	EN 12162:2001+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12198-1:2001+A1:2008
	Varnost strojev - Ocenjevanje in zmanjševanje nevarnosti sevanj, ki jih oddajajo stroji - 1. del: Splošna načela
	Safety of machinery - Assessment and reduction of risks arising from radiation emitted by machinery - Part 1: General principles
	EN 12198-1:2000+A1:2008
	EN 12198-1:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12198-2:2003+A1:2008
	Varnost strojev - Ocenjevanje in zmanjševanje nevarnosti sevanj, ki jih oddajajo stroji - 2. del: Postopek merjenja emisije sevanja
	Safety of machinery - Assessment and reduction of risks arising from radiation emitted by machinery - Part 2: Radiation emission measurement procedure
	EN 12198-2:2002+A1:2008
	EN 12198-2:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12198-3:2003+A1:2008
	Varnost strojev - Ocenjevanje in zmanjševanje nevarnosti sevanj, ki jih oddajajo stroji - 3. del: Zmanjševanje sevanja s filtriranjem ali zaslanjanjem
	Safety of machinery - Assessment and reduction of risks arising from radiation emitted by machinery - Part 3: Reduction of radiation by attenuation or screening
	EN 12198-3:2002+A1:2008
	EN 12198-3:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12203:2004+A1:2009
	Stroji za izdelavo obutve, izdelkov iz usnja in njegovih imitacij - Stiskalnice za čevlje in usnje - Varnostne zahteve
	Footwear, leather and imitation leather goods manufacturing machines - Shoe and leather presses - Safety requirements
	EN 12203:2003+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12254:2010
	Zasloni pri delu z laserji - Varovalne zahteve in preskušanje
	Screens for laser working places - Safety requirements and testing
	EN 12254:2010
	EN 12254:1998+A2:2008
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12254:2010/AC:2012
	Popravek AC:2012 k standardu SIST EN 12254:2010
	Corrigendum AC:2011 to EN 12254:2010
	EN 12254:2010/AC:2011
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12267:2003+A1:2010
	Stroji za predelavo hrane - Krožne žage - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Circular saw machines - Safety and hygiene requirements
	EN 12267:2003+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12268:2015
	Stroji za predelavo hrane - Tračne žage - Varnostne in higienske zahteve
	Food processing machinery - Band saw machines - Safety and hygiene requirements
	EN 12268:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12301:2000+A1:2008
	Stroji za predelavo gume in plastike - Kalandri - Varnostne zahteve
	Plastics and rubber machines - Calenders - Safety requirements
	EN 12301:2000+A1:2008
	EN 12301:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-1:2013
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 1. del: Stopnice za potnike
	Aircraft ground support equipment - Specific requirements - Part 1: Passenger stairs
	EN 12312-1:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-10:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 10. del: Naprave za pretovarjanje zabojnikov/palet
	Aircraft ground support equipment - Specific requirements - Part 10: Container/Pallet transfer transporters
	EN 12312-10:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-12:2017
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 12. del: Servisna oprema za pitno vodo
	Aircraft ground support equipment - Specific requirements - Part 12: Potable water service equipment
	EN 12312-12:2017
	-
	09-Mar-2018
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-13:2003+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 13. del: Servisna oprema za stranišča
	Aircraft ground support equipment - Specific requirements - Part 13: Lavatory service equipment
	EN 12312-13:2002+A1:2009
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-13:2017
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 13. del: Servisna oprema za stranišča
	Aircraft ground support equipment - Specific requirements - Part 13: Lavatory service equipment
	EN 12312-13:2017
	-
	09-Mar-2018
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-14:2014
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 14. del: Prevozna sredstva za vkrcavanje trajno ali začasno funkcionalno oviranih potnikov
	Aircraft ground support equipment - Specific requirements - Part 14: Disabled/incapacitated passenger boarding vehicles
	EN 12312-14:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-15:2006+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 15. del: Vlečni traktorji za prtljago in opremo
	Aircraft ground support equipment - Specific requirements - Part 15: Baggage and equipment tractors
	EN 12312-15:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-16:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 16. del: Oprema za zračni pogon motorjev
	Aircraft ground support equipment - Specific requirements - Part 16: Air start equipment
	EN 12312-16:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-17:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 17. del: Oprema za klimatizacijo
	Aircraft ground support equipment - Specific requirements - Part 17: Air conditioning equipment
	EN 12312-17:2004+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-18:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 18. del: Enote z dušikom ali kisikom
	Aircraft ground support equipment - Specific requirements - Part 18: Nitrogen or Oxygen units
	EN 12312-18:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-19:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 19. del: Dvigovalniki in podporniki za trup letala in (kolesne) osi ter hidravlični podporniki za rep letala
	Aircraft ground support equipment - Specific requirements - Part 19: Aircraft jacks, axle jacks and hydraulic tail stanchions
	EN 12312-19:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-2:2014
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 2. del: Vozila za preskrbo
	Aircraft ground support equipment - Specific requirements - Part 2: Catering vehicles
	EN 12312-2:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-20:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 20. del: Oskrba z električno energijo
	Aircraft ground support equipment - Specific requirements - Part 20: Electrical ground power units
	EN 12312-20:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-3:2017
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 3. del: Tračni transporterji
	Aircraft ground support equipment - Specific requirements - Part 3: Conveyor belt vehicles
	EN 12312-3:2017
	-
	09-Jun-2017
	31-Jul-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-4:2014
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 4. del: Mostiči za vkrcanje na potniška letala
	Aircraft ground support equipment - Specific requirements - Part 4: Passenger boarding bridges
	EN 12312-4:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-5:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 5. del: Oprema za oskrbo letal z gorivom
	Aircraft ground support equipment - Specific requirements - Part 5: Aircraft fuelling equipment
	EN 12312-5:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-6:2017
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 6. del: Sredstva za odstranjevanje ledu in oprema za odstranjevanje/preprečevanje nastanka ledu
	Aircraft ground support equipment - Specific requirements - Part 6: Part 6: Deicers and deicing/antiicing equipment
	EN 12312-6:2017
	-
	09-Jun-2017
	30-Sep-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-7:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 7. del: Oprema za premikanje letal
	Aircraft ground support equipment - Specific requirements - Part 7: Air-craft movement equipment
	EN 12312-7:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-8:2005+A1:2009
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 8. del: Stopnice in odri za vzdrževalna dela
	Aircraft ground support equipment - Specific requirements - Part 8: Maintenance stairs and platforms
	EN 12312-8:2005+A1:2009
	-
	08-Sep-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-8:2018
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 8. del: Stopnice in odri za vzdrževalna dela in servisiranje
	Aircraft ground support equipment - Specific requirements - Part 8: Maintenance or service stairs and platforms
	EN 12312-8:2018
	-
	02-Apr-2020
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12312-9:2014
	Podporna oprema na tleh za letalski promet - Posebne zahteve - 9. del: Nakladalniki zabojnikov/palet
	Aircraft ground support equipment - Specific requirements - Part 9: Container/Pallet loaders
	EN 12312-9:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12321:2004+A1:2009
	Stroji za podzemno pridobivanje - Spisek varnostnih zahtev za odkopni transporter
	Underground mining machinery - Specification for the safety requirements of armoured face conveyors
	EN 12321:2003+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12331:2004+A2:2010
	Stroji za predelavo hrane - Stroji za mletje mesa - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Mincing machines - Safety and hygiene requirements
	EN 12331:2003+A2:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12348:2000+A1:2009
	Stabilni vrtalni stroji - Varnost
	Core drilling machines on stand - Safety
	EN 12348:2000+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12355:2003+A1:2010
	Stroji za predelavo hrane - Stroji za odstranjevanje kože - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Derinding-, skinning- and membrane removal machines - Safety and hygiene requirements
	EN 12355:2003+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12385-1:2003+A1:2008
	Jeklene žične vrvi - Varnost - 1. del: Splošne zahteve
	Steel wire ropes - Safety - Part 1: General requirements
	EN 12385-1:2002+A1:2008
	EN 12385-1:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12385-10:2004+A1:2008
	Jeklene žične vrvi - Varnost - 10. del: Špiralne vrvi za splošne gradbene namene
	Steel wire ropes - Safety - Part 10: Spiral ropes for general structural applications
	EN 12385-10:2003+A1:2008
	EN 12385-10:2003
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12385-2:2003+A1:2008
	Jeklene žične vrvi - Varnost - 2. del: Pojmi, označbe in razvrstitev
	Steel wire ropes - Safety - Part 2: Definitions, designation and classification
	EN 12385-2:2002+A1:2008
	EN 12385-2:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12385-3:2004+A1:2008
	Jeklene žične vrvi - Varnost - 3. del: Podatki za uporabo in vzdrževanje
	Steel wire ropes - Safety - Part 3: Information for use and maintenance
	EN 12385-3:2004+A1:2008
	EN 12385-3:2004
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12385-4:2003+A1:2008
	Jeklene žične vrvi - Varnost - 4. del: Pramenaste vrvi za splošne dvigalne namene
	Steel wire ropes - Safety - Part 4: Stranded ropes for general lifting applications
	EN 12385-4:2002+A1:2008
	EN 12385-4:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12387:2005+A1:2009
	Stroji za izdelavo obutve, izdelkov iz usnja in njegovih imitacij - Modularna oprema za popravilo čevljev - Varnostne zahteve
	Footwear, leather and imitation leather goods manufacturing machines - Modular shoe repair equipment - Safety requirements
	EN 12387:2005+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12409:2008+A1:2011
	Stroji za predelavo gume in plastike - Stroji za toplotno oblikovanje - Varnostne zahteve (vključno z dopolnilom A1)
	Plastics and rubber machines - Thermoforming machines - Safety requirements
	EN 12409:2008+A1:2011
	-
	29-Feb-2012
	30-Apr-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12417:2002+A2:2009
	Obdelovalni stroji - Varnost - Obdelovalni centri
	Machine tools - Safety - Machining centres
	EN 12417:2001+A2:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12417:2002+A2:2009/AC:2010
	Popravek AC:2010 k standardu SIST EN 12417:2002+A2:2009
	Corrigendum AC:2010 to EN 12417:2001+A2:2009
	EN 12417:2001+A2:2009/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12418:2000+A1:2009
	Rezalniki kamenja na gradbiščih - Varnost
	Masonry and stone cutting-off machines for job site - Safety
	EN 12418:2000+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12463:2004+A1:2011
	Stroji za predelavo hrane - Polnilniki in pomožni stroji - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Filling machines and auxiliary machines - Safety and hygiene requirements
	EN 12463:2004+A1:2011
	-
	20-Jul-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12505:2002+A1:2010
	Stroji za predelavo hrane - Centrifugalni stroji za predelavo jedilnega olja in masti - Varnostne in higienske zahteve
	Food processing machinery - Centrifugal machines for processing edible oils and fats - Safety and hygiene requirements
	EN 12505:2000+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12525:2000+A2:2010
	Kmetijski stroji - Sprednji nakladalnik - Varnost
	Agricultural machinery - Front loaders - Safety
	EN 12525:2000+A2:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12545:2000+A1:2009
	Stroji za izdelavo čevljev, usnjenih izdelkov in izdelkov iz umetnega usnja - Merjenje hrupa - Splošne zahteve
	Footwear, leather and imitation leather goods manufacturing machines - Noise test code - Common requirements
	EN 12545:2000+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12547:2015
	Centrifuge - Splošne varnostne zahteve
	Centrifuges - Common safety requirements
	EN 12547:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12549:2000+A1:2008
	Akustika - Postopek merjenja hrupa orodij za pritrjevanje/zabijanje - Inženirska metoda
	Acoustics - Noise test code for fastener driving tools - Engineering method
	EN 12549:1999+A1:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12581:2006+A1:2010
	Premazne naprave - Naprave za nanašanje tekočih organskih premazov s potapljanjem oziroma s potapljanjem in uporabo električnega toka - Varnostne zahteve (vključno z dopolnilom A1)
	Coating plants - Machinery for dip coating and electrodeposition of organic liquid coating material - Safety requirements
	EN 12581:2005+A1:2010
	EN 12581:2005
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12621:2006+A1:2010
	Naprave za dovod in obtok premaznih materialov s pomočjo tlaka - Varnostne zahteve (vključno z dopolnilom A1)
	Machinery for the supply and circulation of coating materials under pressure - Safety requirements
	EN 12621:2006+A1:2010
	EN 12621:2006
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12622:2010+A1:2014
	Varnost obdelovalnih strojev - Stiskalnice za upogibanje pločevine
	Safety of machine tools - Hydraulic press brakes
	EN 12622:2009+A1:2013
	-
	11-Apr-2014
	30-Apr-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-1:2000+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 1. del: Splošne zahteve
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 1: Common requirements
	EN 12629-1:2000+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-2:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 2. del: Stroji za izdelavo blokov
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 2: Block making machines
	EN 12629-2:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-3:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 3. del: Drsni in vrtljivi stroji
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 3: Slide and turntable machines
	EN 12629-3:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-4:2001+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 4. del: Stroji za izdelavo betonskih strešnikov
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 4:Concrete roof tile making machines
	EN 12629-4:2001+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-5-1:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 5-1. del: Stroji za izdelavo cevi po navpični osi
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 5-1: Pipe making machines manufacturing in the vertical axis
	EN 12629-5-1:2003+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-5-2:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 5-2. del: Stroji za izdelavo cevi po vodoravni osi
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 5-2: Pipe making machines manufacturing in the horizontal axis
	EN 12629-5-2:2003+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-5-3:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 5-3. del: Stroji za izdelavo cevi iz prednapetega betona
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 5-3: Pipe prestressing machines
	EN 12629-5-3:2003+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-5-4:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 5-4. del: Stroji za nanašanje premazov na betonske cevi
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 5-4: Concrete pipe coating machines
	EN 12629-5-4:2003+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-6:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 6. del: Nepremična in premična oprema za izdelavo elementov iz armiranega betona
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 6: Stationary and mobile equipment for the manufacture of precast reinforced products
	EN 12629-6:2004+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-7:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 7. del: Nepremična in premična oprema za izdelavo elementov iz prednapetega betona
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 7: Stationary and mobile equipment for long line manufacture of prestressed products
	EN 12629-7:2004+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12629-8:2004+A1:2010
	Stroji za izdelavo gradbenih proizvodov iz betona in apnenega peščenca - Varnost - 8. del: Stroji in oprema za izdelavo gradbenih proizvodov iz apnenega peščenca (in betona)
	Machines for the manufacture of constructional products from concrete and calcium-silicate - Safety - Part 8: Machines and equipment for the manufacture of constructional products from calcium-silicate (and concrete)
	EN 12629-8:2002+A1:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12635:2003+A1:2009
	Vrata v industrijske in javne prostore ter garažna vrata - Vgradnja in uporaba
	Industrial, commercial and garage doors and gates - Installation and use
	EN 12635:2002+A1:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12643:2014
	Stroji za zemeljska dela - Stroji s pnevmatikami - Zahteve za krmiljenje (ISO 5010:1992, spremenjen)
	Earth-moving machinery - Rubber-tyred machines - Steering requirements (ISO 5010:1992 modified)
	EN 12643:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12644-1:2001+A1:2008
	Dvigala (žerjavi) - Navodilo za uporabo in preskus - 1. del: Navodila
	Cranes - Information for use and testing - Part 1: Instructions
	EN 12644-1:2001+A1:2008
	EN 12644-1:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12644-2:2001+A1:2008
	Dvigala (žerjavi) - Navodilo za uporabo in preskus - 2. del: Označevanje
	Cranes - Information for use and testing - Part 2: Marking
	EN 12644-2:2000+A1:2008
	EN 12644-2:2000
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12649:2008+A1:2011
	Stroji za komprimiranje in glajenje betona - Varnost
	Concrete compactors and smoothing machines - Safety
	EN 12649:2008+A1:2011
	-
	18-Nov-2011
	31-Jan-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12653:2000+A2:2009
	Stroji za izdelavo obutve ter izdelkov iz usnja in njegovih imitacij - Žebljalniki - Varnostne zahteve
	Footwear, leather and imitation leather manufacturing machines - Nailing machines - Safety requirements
	EN 12653:1999+A2:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12693:2008
	Hladilni sistemi in toplotne črpalke - Varnostnotehnične in okoljevarstvene zahteve - Kompresorji za hladilne tekočine z iztiskavanjem
	Refrigerating systems and heat pumps - Safety and environmental requirements - Positive displacement refrigerant compressors
	EN 12693:2008
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12717:2002+A1:2009
	Varnost obdelovalnih strojev - Vrtalni stroji
	Safety of machine tools - Drilling machines
	EN 12717:2001+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12733:2001+A1:2009
	Kmetijski in gozdarski stroji - Ročno vodene motorne kosilnice - Varnost
	Agricultural and forestry machinery - Pedestrian controlled motor mowers - Safety
	EN 12733:2001+A1:2009
	-
	08-Sep-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12733:2018
	Kmetijski in gozdarski stroji - Ročno upravljane motorne kosilnice - Varnost
	Agricultural and forestry machinery - Pedestrian controlled motor mowers - Safety
	EN 12733:2018
	-
	02-Apr-2020
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12750:2013
	Varnost lesnoobdelovalnih strojev - Rezkalni stroji za štiristransko obdelavo
	Safety of woodworking machines - Four sided moulding machines
	EN 12750:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12753:2005+A1:2010
	Sistemi za termično čiščenje plinov, odsesanih iz naprav za površinsko obdelavo - Varnostne zahteve (vključno z dopolnilom A1)
	Thermal cleaning systems for exhaust gas from surface treatment equipment - Safety requirements
	EN 12753:2005+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12757-1:2006+A1:2010
	Mešalne naprave za premaze - Varnostne zahteve - 1. del: Mešalne naprave za uporabo v lakirnicah za popravila avtomobilov (vključno z dopolnilom A1)
	Mixing machinery for coating materials - Safety requirements - Part 1: Mixing machinery for use in vehicle refinishing
	EN 12757-1:2005+A1:2010
	EN 12757-1:2005
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12779:2016
	Varnost lesnoobdelovalnih strojev - Nepremični odsesovalni sistemi za lesne odrezke in prah - Varnostne zahteve
	Safety of woodworking machines - Chip and dust extraction systems with fixed installation - Safety requirements
	EN 12779:2015
	-
	13-May-2016
	31-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12786:2013
	Varnost strojev - Pravila za oblikovanje poglavij o vibracijah v varnostnih standardih
	Safety of machinery - Rules for the drafting of the vibration clauses of safety standards
	EN 12786:2013
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12851:2006+A1:2010
	Stroji za predelavo hrane - Priključki za stroje z dodatno gonilno gredjo - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Catering attachments for machines having an auxiliary drive hub - Safety and hygiene requirements
	EN 12851:2005+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12852:2002+A1:2010
	Stroji za predelavo hrane - Naprave za predelavo hrane in mešalniki - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Food processors and blenders - Safety and hygiene requirements
	EN 12852:2001+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12853:2002+A1:2010
	Stroji za predelavo hrane - Ročni mešalniki in stepalniki - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Hand-held blenders and whisks - Safety and hygiene requirements
	EN 12853:2001+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12853:2002+A1:2010/AC:2011
	Popravek AC:2011 k standardu SIST EN 12853:2002+A1:2010
	Corrigendum AC:2010 to EN 12853:2001+A1:2010
	EN 12853:2001+A1:2010/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12854:2004+A1:2010
	Stroji za predelavo hrane - Palični mešalniki - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Beam mixers - Safety and hygiene requirements
	EN 12854:2003+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12855:2004+A1:2010
	Stroji za predelavo hrane - Rezalniki z vrtljivo posodo - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Rotating bowl cutters - Safety and hygiene requirements
	EN 12855:2003+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12881-1:2014
	Naprave za kontinuirni transport - Trakovi tračnih transporterjev - Požarnovarnostni preskusi - 1. del: Preskusi s propanskim gorilnikom
	Conveyor belts - Fire simulation flammability testing - Part 1: Propane burner tests
	EN 12881-1:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12881-2:2005+A1:2008
	Naprave za kontinuirni transport - Trakovi tračnih transporterjev - Požarnovarnostni preskusi - 2. del: Požarni preskus na velikem preskušancu
	Conveyor belts - Fire simulation flammability testing - Part 2: Large scale fire test
	EN 12881-2:2005+A1:2008
	EN 12881-2:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12882:2015
	Naprave za kontinuirni transport - Trakovi tračnih transporterjev za splošne namene - Električne in požarnovarnostne zahteve
	Conveyor belts for general purpose use - Electrical and flammability safety requirements
	EN 12882:2015
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12921-1:2005+A1:2010
	Naprave za površinsko čiščenje in predobdelavo industrijskih proizvodov s pomočjo tekočin ali par - 1. del: Splošne varnostne zahteve (vključno z dopolnilom A1)
	Machines for surface cleaning and pre-treatment of industrial items using liquids or vapours - Part 1: Common safety requirements
	EN 12921-1:2005+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12921-2:2005+A1:2009
	Naprave za površinsko čiščenje in predobdelavo industrijskih proizvodov s pomočjo tekočin ali par - 2. del: Varnost naprav, v katerih se uporabljajo čistila, topna v vodi
	Machines for surface cleaning and pre-treatment of industrial items using liquids or vapours - Part 2: Safety of machines using water based cleaning liquids
	EN 12921-2:2005+A1:2008
	EN 12921-2:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12921-3:2005+A1:2009
	Naprave za površinsko čiščenje in predobdelavo industrijskih proizvodov s pomočjo tekočin ali par - 3. del: Varnost naprav, v katerih se za čiščenje uporabljajo vnetljive tekočine
	Machines for surface cleaning and pre-treatment of industrial items using liquids or vapours - Part 3: Safety of machines using flammable cleaning liquids
	EN 12921-3:2005+A1:2008
	EN 12921-3:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12921-4:2005+A1:2009
	Naprave za površinsko čiščenje in predobdelavo industrijskih proizvodov s pomočjo tekočin in par - 4. del: Varnost naprav, v katerih se za čiščenje uporabljajo halogenirana topila
	Machines for surface cleaning and pretreatment of industrial items using liquids and vapours - Part 4: Safety of machines using halogenated solvents
	EN 12921-4:2005+A1:2008
	EN 12921-4:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12965:2004+A2:2009
	Kmetijski in gozdarski stroji - Priključne gredi in njihova zaščita - Varnost
	Tractors and machinery for agriculture and forestry - Power take-off (PTO) drive shafts and their guards - Safety
	EN 12965:2003+A2:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12978:2003+A1:2009
	Vrata v industrijske in javne prostore ter garažna vrata - Varnostne naprave za vrata s samodejnim delovanjem - Zahteve in preskusne metode
	Industrial, commercial and garage doors and gates - Safety devices for power operated doors and gates - Requirements and test methods
	EN 12978:2003+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12981:2005+A1:2009
	Obrati za premaze in prevleke - Kabine za nanašanje organskih prahastih snovi - Varnostne zahteve
	Coating plants - Spray booths for application of organic powder coating material - Safety requirements
	EN 12981:2005+A1:2009
	-
	08-Sep-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12984:2006+A1:2010
	Stroji za predelavo hrane - Prenosni in/ali ročno vodeni stroji in naprave z mehansko gnanimi rezalnimi orodji - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Portable and/or hand-guided machines and appliances with mechanically driven cutting tools - Safety and hygiene requirements
	EN 12984:2005+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12999:2011+A1:2012
	Žerjavi - Nakladalni žerjavi (vključno z dopolnilom A1)
	Cranes - Loader cranes
	EN 12999:2011+A1:2012
	-
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 12999:2011+A2:2018
	Žerjavi - Nakladalni žerjavi
	Cranes - Loader cranes
	EN 12999:2011+A2:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13000:2010+A1:2014
	Žerjavi - Mobilni žerjavi
	Cranes - Mobile cranes
	EN 13000:2010+A1:2014
	-
	13-Feb-2015
	13-Feb-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13001-1:2015
	Žerjavi - Konstruiranje, splošno - 1. del: Splošna načela in zahteve
	Cranes - General design - Part 1: General principles and requirements
	EN 13001-1:2015
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13001-2:2014
	Varnost žerjava - Konstrukcija, splošno - 2. del: Učinki obremenitev
	Crane safety - General design - Part 2: Load actions
	EN 13001-2:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13001-3-1:2012+A1:2013
	Žerjavi - Konstrukcija, splošno - 3-1. del: Mejna stanja in dokaz varnosti jeklene nosilne konstrukcije (vključno z dopolnilom A1)
	Cranes - General Design - Part 3-1: Limit States and proof competence of steel structure
	EN 13001-3-1:2012+A1:2013
	-
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13001-3-1:2012+A2:2018
	Žerjavi - Konstrukcija, splošno - 3-1. del: Mejna stanja in dokaz varnosti jeklene nosilne konstrukcije
	Cranes - General Design - Part 3-1: Limit States and proof competence of steel structure
	EN 13001-3-1:2012+A2:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13001-3-2:2014
	Žerjavi - Konstrukcija, splošno - 3-2. del: Mejna stanja in dokaz varnosti jeklenih vrvi pri vrvnih pogonih
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	EN 13457:2004+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13482:2014
	Roboti in robotske naprave - Varnostne zahteve za neindustrijske robote - Nemedicinski roboti za osebno uporabo (ISO 13482:2014)
	Robots and robotic devices - Safety requirements for non-industrial robots - Non-medical personal care robot (ISO 13482:2014)
	EN ISO 13482:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13490:2002+A1:2009
	Mehanske vibracije - Industrijska tovorna vozila - Laboratorijsko vrednotenje in specifikacije vibracij voznikovega sedeža
	Mechanical vibration - Industrial trucks - Laboratory evaluation and specification of operator seat vibration
	EN 13490:2001+A1:2008
	EN 13490:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13524:2004+A2:2014
	Stroji za vzdrževanje avtocest - Varnostne zahteve
	Highway maintenance machines - Safety requirements
	EN 13524:2003+A2:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13531:2002+A1:2008
	Stroji za zemeljska dela - Konstrukcija za zaščito pred prevrnitvijo (TOPS) za majhne bagre - Laboratorijski preskusi in zahtevane lastnosti (ISO 12117:1997, spremenjen)
	Earth-moving machinery - Tip-over protection structure (TOPS) for compact excavators - Laboratory tests and performance requirements (ISO 12117:1997 modified)
	EN 13531:2001+A1:2008
	EN 13531:2001
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13534:2006+A1:2010
	Stroji za predelavo hrane - Stroji za konzerviranje z vbrizgavanjem - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Curing injection machines - Safety and hygiene requirements
	EN 13534:2006+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13557:2004+A2:2008
	Dvigala (žerjavi) - Upravljala in upravljalna mesta
	Cranes - Controls and control stations
	EN 13557:2003+A2:2008
	EN 13557:2003
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13561:2015
	Zunanja senčila - Zahtevane lastnosti, vključno z varnostjo
	External blinds and awnings - Performance requirements including safety
	EN 13561:2015
	-
	15-Jan-2016
	28-Feb-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13561:2015/AC:2016
	Popravek AC:2016 k standardu SIST EN 13561:2015
	Corrigendum AC:2016 to EN 13561:2015
	EN 13561:2015/AC:2016
	-
	09-Sep-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13570:2005+A1:2010
	Stroji za predelavo hrane - Mešalni stroji - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Mixing machines - Safety and hygiene requirements
	EN 13570:2005+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13586:2004+A1:2008
	Dvigala (žerjavi) - Dostop
	Cranes - Access
	EN 13586:2004+A1:2008
	EN 13586:2004
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13591:2006+A1:2010
	Stroji za predelavo hrane - Polnilniki večetažnih peči - Varnostne in higienske zahteve
	Food processing machinery - Fixed deck oven loaders - Safety and hygiene requirements
	EN 13591:2005+A1:2009
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13617-1:2012
	Bencinski servisi - 1. del: Varnostne zahteve za izdelavo in lastnosti tlačnih in sesalnih naprav za točenje goriva in naprav za točenje goriva z daljinskim vodenjem
	Petrol filling stations - Part 1: Safety requirements for construction and performance of metering pumps, dispensers and remote pumping units
	EN 13617-1:2012
	-
	
	30-Nov-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13621:2004+A1:2010
	Stroji za predelavo hrane - Odcejalniki za solato - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Salad dryers - Safety and hygiene requirements
	EN 13621:2004+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13659:2015
	Polkna in zunanje žaluzije - Zahtevane lastnosti, vključno z varnostjo
	Shutters and external venetian blinds - Performance requirements including safety
	EN 13659:2015
	-
	15-Jan-2016
	28-Feb-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13675:2004+A1:2010
	Varnost strojev - Varnostne zahteve za cevarne, valjarne in opremo za pakiranje blaga
	Safety of machinery - Safety requirements for tube forming and rolling mills and their finishing line equipment
	EN 13675:2004+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13683:2004+A2:2011
	Oprema za nego vrta - Motorni drobilniki/sekalniki - Varnost
	Garden equipment - Integrally powered shredders/chippers - Safety
	EN 13683:2003+A2:2011
	-
	20-Jul-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13683:2004+A2:2011/AC:2013
	Popravek AC:2013 k standardu SIST EN 13683:2004+A2:2011
	Corrigendum AC:2013 to EN 13683:2003+A2:2011
	EN 13683:2003+A2:2011/AC:2013
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13684:2004+A3:2010
	Oprema za nego vrta - Ročno upravljani prezračevalniki travne ruše in rahljalniki zemlje - Varnost
	Garden equipment - Pedestrian controlled lawn aerators and scarifiers - Safety
	EN 13684:2004+A3:2009
	EN 13684:2004+A2:2009
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13684:2018
	Oprema za nego vrta - Ročno upravljani prezračevalniki travne ruše in rahljalniki zemlje - Varnost
	Garden equipment - Pedestrian controlled lawn aerators and scarifiers - Safety
	EN 13684:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13731:2008
	Dvižne blazine in sistemi za gasilske in reševalne enote - Zahteve za delovanje in varnost v uporabi
	Lifting bag systems for fire and rescue service use - Safety and performance requirements
	EN 13731:2007
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13732:2013
	Stroji za predelavo hrane - Hladilniki za shranjevanje namolzenega mleka - Zahteve za zmogljivost, varnost in higieno
	Food processing machinery - Bulk milk coolers on farms - Requirements for performance, safety and hygiene
	EN 13732:2013
	-
	28-Nov-2013
	31-Jan-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13732-1:2008
	Ergonomija toplotnega okolja - Metode za ocenjevanje človekovega odziva na dotik s površinami - 1. del: Vroče površine (ISO 13732-1:2006)
	Ergonomics of the thermal environment - Methods for the assessment of human responses to contact with surfaces - Part 1: Hot surfaces (ISO 13732-1:2006)
	EN ISO 13732-1:2008
	EN ISO 13732-1:2006
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13732-3:2008
	Ergonomija toplotnega okolja - Metode za ocenjevanje človekovega odziva na dotik s površinami  - 3. del: Hladne površine (ISO 13732-3:2005)
	Ergonomics of the thermal environment - Methods for the assessment of human responses to contact with surfaces - Part 3: Cold surfaces (ISO 13732-3:2005)
	EN ISO 13732-3:2008
	EN ISO 13732-3:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13736:2003+A1:2009
	Varnost obdelovalnih strojev - Pnevmatske stiskalnice
	Safety of machine tools - Pneumatic presses
	EN 13736:2003+A1:2009
	-
	
	19-Sep-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13753:2008
	Mehanske vibracije in udarci - Vibracije dlan-roka - Metoda za merjenje prenosov vibracij pri elastičnih materialih ob obremenitvi s sistemom dlan-roka (ISO 13753:1998)
	Mechanical vibration and shock - Hand-arm vibration - Method for measuring the vibration transmissibility of resilient materials when loaded by the hand-arm system (ISO 13753:1998)
	EN ISO 13753:2008
	EN ISO 13753:1998
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13766-2:2018
	Stroji za zemeljska dela in graditev objektov - Elektromagnetna združljivost (EMC) strojev z lastnim električnim napajanjem - 2. del: Dodatne zahteve glede EMC za funkcionalno varnost (ISO 13766-2: 2018)
	Earth-moving and building construction machinery - Electromagnetic compatibility (EMC) of machines with internal electrical power supply - Part 2: Additional EMC requirements for functional safety (ISO 13766-2:2018)
	EN ISO 13766-2:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13849-1:2016
	Varnost strojev - Z varnostjo povezani deli krmilnih sistemov - 1. del: Splošna načela za načrtovanje (ISO 13849-1:2015)
	Safety of machinery - Safety-related parts of control systems - Part 1: General principles for design (ISO 13849-1:2015)
	EN ISO 13849-1:2015
	-
	13-May-2016
	30-Jun-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13849-2:2013
	Varnost strojev - Z varnostjo povezani deli krmilnih sistemov - 2. del: Potrjevanje (ISO 13849-2:2012)
	Safety of machinery - Safety-related parts of control systems - Part 2: Validation (ISO 13849-2:2012)
	EN ISO 13849-2:2012
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13850:2016
	Varnost strojev - Zaustavitev v sili - Načela načrtovanja (ISO 13850:2015)
	Safety of machinery - Emergency stop - Principles for design (ISO 13850:2015)
	EN ISO 13850:2015
	-
	
	31-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13852-1:2013
	Žerjavi - Žerjavi na plavajočih objektih - 1. del: Žerjavi na plavajočih objektih za splošno uporabo
	Cranes - Offshore cranes - Part 1: General purpose offshore cranes
	EN 13852-1:2013
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13855:2010
	Varnost strojev - Postavitev varovalne opreme glede na hitrost približevanja delov človeškega telesa (ISO 13855:2010)
	Safety of machinery - Positioning of safeguards with respect to the approach speeds of parts of the human body (ISO 13855:2010)
	EN ISO 13855:2010
	EN 999:1998+A1:2008
	20-Oct-2010
	30-Nov-2010
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13856-1:2013
	Varnost strojev - Varovalne naprave, občutljive na tlak - 1. del: Splošna načela načrtovanja in preskušanja preprog in podov, občutljivih na tlak (ISO 13856-1:2013)
	Safety of machinery - Pressure-sensitive protective devices - Part 1: General principles for design and testing of pressure-sensitive mats and pressure-sensitive floors (ISO 13856-1:2013)
	EN ISO 13856-1:2013
	-
	28-Nov-2013
	
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13856-2:2013
	Varnost strojev - Varovalne naprave, občutljive na tlak - 2. del: Splošna načela načrtovanja in preskušanja robov in letev, občutljivih na tlak (ISO 13856-2:2013)
	Safety of machinery - Pressure-sensitive protective devices - Part 2: General principles for design and testing of pressure-sensitive edges and pressure-sensitive bars (ISO 13856-2:2013)
	EN ISO 13856-2:2013
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13856-3:2014
	Varnost strojev - Varovalne naprave, občutljive na tlak - 3. del: Splošna načela za načrtovanje in preskušanje odbojnikov, plošč, žic in podobnih naprav, občutljivih na tlak (ISO 13856-3:2013)
	Safety of machinery - Pressure-sensitive protective devices - Part 3: General principles for design and testing of pressure-sensitive bumpers, plates, wires and similar devices (ISO 13856-3:2013)
	EN ISO 13856-3:2013
	-
	28-Nov-2013
	31-Jan-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 13857:2008
	Varnost strojev - Varnostne razdalje, ki preprečujejo doseg nevarnih območij z zgornjimi in spodnjimi udi (ISO 13857:2008)
	Safety of machinery - Safety distances to prevent hazard zones being reached by upper and lower limbs (ISO 13857:2008)
	EN ISO 13857:2008
	EN 294:1992
	08-Sep-2009
	
	-
	

	
	
	
	
	
	EN 811:1996
	08-Sep-2009
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13862:2002+A1:2009
	Talni odrezovalni stroji - Varnost
	Floor cutting-off machines - Safety
	EN 13862:2001+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13870:2015
	Stroji za predelavo hrane - Stroji za razrezovanje/razkosavanje na zrezke/zarebrnice - Varnostne in higienske zahteve
	Food processing machinery - Portion cutting machines - Safety and hygiene requirements
	EN 13870:2015
	-
	15-Jan-2016
	31-Mar-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13871:2015
	Stroji za predelavo hrane - Stroji za rezanje na kocke - Varnostne in higienske zahteve
	Food processing machinery - Cubes cutting machinery - Safety and hygiene requirements
	EN 13871:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13885:2005+A1:2010
	Stroji za predelavo hrane - Stroji za sponkanje - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Clipping machines - Safety and hygiene requirements
	EN 13885:2005+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13886:2005+A1:2010
	Stroji za predelavo hrane - Kotli za kuhanje, opremljeni z mešalniki in/ali sekljalniki - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Cooking kettles equipped with powered stirrer and/or mixer - Safety and hygiene requirements
	EN 13886:2005+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13889:2004+A1:2009
	Kovane jeklene skobe za splošne dvigalne namene - Ravne in zakrivljene skobe - Kakovostni razred 6 - Varnost
	Forged steel shackles for general lifting purposes - Dee shackles and bow shackles - Grade 6 - Safety
	EN 13889:2003+A1:2008
	EN 13889:2003
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13898:2004+A1:2009
	Obdelovalni stroji - Varnost - Žage za hladne kovine
	Machine tools - Safety - Sawing machines for cold metal
	EN 13898:2003+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13898:2004+A1:2009/AC:2010
	Popravek AC:2010 k standardu SIST EN 13898:2004+A1:2009
	Corrigendum AC:2010 to EN 13898:2003+A1:2009
	EN 13898:2003+A1:2009/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13951:2012
	Črpalke za tekočine - Varnostne zahteve - Kmetijsko-živilska oprema - Pravila načrtovanja za zagotovljanje higiene pri uporabi
	Liquid pumps - Safety requirements - Agrifoodstuffs equipment; Design rules to ensure hygiene in use
	EN 13951:2012
	-
	24-Aug-2012
	31-Oct-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13954:2006+A1:2010
	Stroji za predelavo hrane - Rezalniki kruha - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Bread slicers - Safety and hygiene requirements
	EN 13954:2005+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13977:2011
	Železniške naprave - Zgornji ustroj - Varnostne zahteve za prenosne stroje in lahko tirno mehanizacijo, ki se uporabljajo pri gradnji in vzdrževanju
	Railway applications - Track - Safety requirements for portable machines and trolleys for construction and maintenance
	EN 13977:2011
	-
	20-Jul-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 13985:2003+A1:2009
	Obdelovalni stroji - Varnost - Škarje
	Machine tools - Safety - Guillotine shears
	EN 13985:2003+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14010:2004+A1:2010
	Varnost strojev - Gnana oprema za parkiranje motornih vozil - Varnostne zahteve in zahteve elektromagnetne združljivosti  za načrtovanje, proizvodnjo, montažo in prevzem
	Safety of machinery - Equipment for power driven parking of motor vehicles - Safety and EMC requirements for design, manufacturing, erection and commissioning stages
	EN 14010:2003+A1:2009
	EN 14010:2003
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14017:2006+A2:2009
	Kmetijski in gozdarski stroji - Trosilniki mineralnih gnojil - Varnost
	Agricultural and forestry machinery - Solid fertilizer distributors - Safety
	EN 14017:2005+A2:2009
	EN 14017:2005+A1:2008
	
	19-Sep-2020
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14018:2006+A1:2010
	Kmetijski in gozdarski stroji - Sejalnice - Varnost
	Agricultural and forestry machinery - Seed drills - Safety
	EN 14018:2005+A1:2009
	-
	18-Dec-2009
	02-Oct-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14033-3:2017
	Železniške naprave - Zgornji ustroj proge - Težka tirna mehanizacija za gradnjo in vzdrževanje - 3. del: Splošne varnostne zahteve
	Railway applications - Track - Railbound construction and maintenance machines - Part 3: General safety requirements
	EN 14033-3:2017
	-
	09-Mar-2018
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14033-4:2019
	Železniške naprave - Zgornji ustroj proge - Težka tirna mehanizacija za gradnjo in vzdrževanje - 4. del: Tehnične zahteve za pogon, obratovanje in delovanje mestne železnice
	Railway applications - Track - Railbound construction and maintenance machines - Part 4: Technical requirements for running, travelling and working on urban rail
	EN 14033-4:2019
	-
	02-Apr-2020
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14043:2014
	Prevozne dvižne naprave za gasilske enote - Zglobne vrtljive gasilske avtolestve - Zahteve za varnost in obnašanje v uporabi in preskusne metode
	High rise aerial appliances for fire service use - Turntable ladders with combined movements - Safety and performance requirements and test methods
	EN 14043:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14044:2014
	Prevozne dvižne naprave za gasilske enote - Izvlečne vrtljive gasilske avtolestve - Zahteve za varnost in obnašanje v uporabi in preskusne metode
	High rise aerial appliances for fire service use - Turntable ladders with sequential movements - Safety and performance requirements and test methods
	EN 14044:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14070:2004+A1:2009
	Varnost obdelovalnih strojev - Stroji za prenos in posebne namene
	Safety of machine tools - Transfer and special-purpose machines
	EN 14070:2003+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14070:2004+A1:2009/AC:2010
	Popravek AC:2010 k standardu SIST EN 14070:2004+A1:2009
	Corrigendum AC:2010 to EN 14070:2003+A1:2009
	EN 14070:2003+A1:2009/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14118:2018
	Varnost strojev - Preprečevanje nepričakovanega zagona (ISO 14118:2017)
	Safety of machinery - Prevention of unexpected start-up (ISO 14118:2017)
	EN ISO 14118:2018
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14119:2014
	Varnost strojev - Zaporne naprave, povezane z varovali - Načela za načrtovanje in izbiro (ISO 14119:2013)
	Safety of machinery - Interlocking devices associated with guards - Principles for design and selection (ISO 14119:2013)
	EN ISO 14119:2013
	-
	11-Apr-2014
	30-Apr-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14120:2016
	Varnost strojev - Varovala - Splošne zahteve za načrtovanje in konstruiranje nepomičnih in pomičnih varoval (ISO 14120:2015)
	Safety of machinery - Guards - General requirements for the design and construction of fixed and movable guards (ISO 14120:2015)
	EN ISO 14120:2015
	-
	13-May-2016
	31-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14122-1:2016
	Varnost strojev - Stalni dostopi do strojev - 1. del: Izbira stalnega dostopa in splošne zahteve za dostop (ISO 14122-1:2016)
	Safety of machinery - Permanent means of access to machinery - Part 1: Choice of fixed means and general requirements of access (ISO 14122-1:2016)
	EN ISO 14122-1:2016
	-
	09-Sep-2016
	31-Dec-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14122-2:2016
	Varnost strojev - Stalni dostopi do strojev - 2. del: Delovne ploščadi in podesti (ISO 14122-2:2016)
	Safety of machinery - Permanent means of access to machinery - Part 2: Working platforms and walkways (ISO 14122-2:2016)
	EN ISO 14122-2:2016
	-
	09-Sep-2016
	31-Dec-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14122-3:2016
	Varnost strojev - Stalni dostopi do strojev - 3. del: Stopnice, stopničaste lestve in varovalne ograje (ISO 14122-3:2016)
	Safety of machinery - Permanent means of access to machinery - Part 3: Stairs, stepladders and guard-rails (ISO 14122-3:2016)
	EN ISO 14122-3:2016
	-
	09-Sep-2016
	31-Dec-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14122-4:2016
	Varnost strojev - Stalni dostopi do strojev - 4. del: Fiksne lestve (ISO 14122-4:2016)
	Safety of machinery - Permanent means of access to machinery - Part 4: Fixed ladders (ISO 14122-4:2016)
	EN ISO 14122-4:2016
	-
	09-Sep-2016
	31-Dec-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14123-1:2016
	Varnost strojev - Zmanjšanje zdravstvenega tveganja zaradi nevarnih snovi, ki jih oddajajo stroji - 1. del: Načela in specifikacije za proizvajalce strojev (ISO 14123-1:2015)
	Safety of machinery - Reduction of risks to health resulting from hazardous substances emitted by machinery - Part 1: Principles and specifications for machinery manufacturers (ISO 14123-1:2015)
	EN ISO 14123-1:2015
	-
	13-May-2016
	31-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14123-2:2016
	Varnost strojev - Zmanjšanje zdravstvenega tveganja zaradi nevarnih snovi, ki jih oddajajo stroji - 2. del: Metodologija preverjanja postopkov (ISO 14123-2:2015)
	Safety of machinery - Reduction of risks to health resulting from hazardous substances emitted by machinery - Part 2: Methodology leading to verification procedures (ISO 14123-2:2015)
	EN ISO 14123-2:2015
	-
	13-May-2016
	30-Jun-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14159:2008
	Varnost strojev - Higienske zahteve za načrtovanje strojev (ISO 14159:2002)
	Safety of machinery - Hygiene requirements for the design of machinery (ISO 14159:2002)
	EN ISO 14159:2008
	EN ISO 14159:2004
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14238:2004+A1:2009
	Dvigala - Ročno upravljane naprave za ravnanje s tovorom
	Cranes - Manually controlled load manipulating devices
	EN 14238:2004+A1:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14314:2009
	Batni motorji z notranjim zgorevanjem - Povratni zaganjalnik - Splošne varnostne zahteve (ISO 14314:2004)
	Reciprocal internal combustion engines - Recoil starting equipment - General safety requirements (ISO 14314:2004)
	EN ISO 14314:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14439:2007+A2:2009
	Dvigala (žerjavi) - Varnost - Stolpna dvigala
	Cranes - Safety - Tower cranes
	EN 14439:2006+A2:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14462:2005+A1:2009
	Naprave za površinsko obdelavo - Postopek merjenja hrupnosti naprav za površinsko obdelavo, vključno z dodajnimi in odvzemnimi napravami - Razreda točnosti 2 in 3
	Surface treatment equipment - Noise test code for surface treatment equipment including its ancillary handling equipment - Accuracy grades 2 and 3
	EN 14462:2005+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14466:2005+A1:2009
	Gasilske črpalke - Prenosne črpalke - Zahteve za varnost in obnašanje v uporabi, preskusi
	Fire-fighting pumps - Portable pumps - Safety and performance requirements, tests
	EN 14466:2005+A1:2008
	EN 14466:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14492-1:2007+A1:2010
	Dvigala (žerjavi) - Motorni vitli in dvižni mehanizmi - 1. del: Motorni vitli
	Cranes - Power driven winches and hoists - Part 1: Power driven winches
	EN 14492-1:2006+A1:2009
	EN 14492-1:2006
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14492-1:2007+A1:2010/AC:2010
	Popravek AC:2010 k standardu SIST EN 14492-1:2007+A1:2010
	Corrigendum AC:2010 to EN 14492-1:2006+A1:2009
	EN 14492-1:2006+A1:2009/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14492-2:2007+A1:2010
	Dvigala (žerjavi) - Motorni vitli in dvižni mehanizmi - 2. del: Motorni dvižni mehanizmi
	Cranes - Power driven winches and hoists - Part 2: Power driven hoists
	EN 14492-2:2006+A1:2009
	EN 14492-2:2006
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14492-2:2007+A1:2010/AC:2010
	Popravek AC:2010 k standardu SIST EN 14492-2:2007+A1:2010
	Corrigendum AC:2010 to EN 14492-2:2006+A1:2009
	EN 14492-2:2006+A1:2009/AC:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14502-2:2005+A1:2008
	Dvigala (žerjavi) - Oprema za dvigovanje oseb - 2. del: Upravljalna mesta za dviganje oz. spuščanje
	Cranes - Equipment for the lifting of persons - Part 2: Elevating control stations
	EN 14502-2:2005+A1:2008
	EN 14502-2:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14655:2005+A1:2010
	Stroji za predelavo hrane - Rezalniki francoskih štruc (baget) - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Baguette slicers - Safety and hygiene requirements
	EN 14655:2005+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14656:2007+A1:2010
	Varnost strojev - Varnostne zahteve za stiskalnice za iztiskanje jekla in nekovinskih materialov
	Safety of machinery - Safety requirements for extrusion presses for steel and non-ferrous metals
	EN 14656:2006+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14658:2005+A1:2010
	Naprave in sistemi za kontinuirni transport - Splošne varnostne zahteve za kontinuirne transporterje pri dnevnih kopih rjavega premoga in lignita
	Continuous handling equipment and systems - General safety requirements for continuous handling equipment for opencast lignite mining
	EN 14658:2005+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14673:2007+A1:2010
	Varnost strojev - Varnostne zahteve za hidravlično gnane stiskalnice prosto kovanih izkovkov za kovanje jekla in neželeznih kovin
	Safety of machinery - Safety requirements for hydraulically powered open die hot forging presses for the forging of steel and non-ferrous metals
	EN 14673:2006+A1:2010
	-
	20-Oct-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14677:2008
	Varnost strojev - Sekundarna metalurgija - Stroji in oprema za obdelavo tekočega jekla
	Safety of machinery - Secondary steelmaking - Machinery and equipment for treatment of liquid steel
	EN 14677:2008
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14681:2007+A1:2010
	Varnost strojev - Varnostne zahteve za stroje in opremo za proizvodnjo jekla z električnimi obločnimi pečmi
	Safety of machinery - Safety requirements for machinery and equipment for production of steel by electric arc furnaces
	EN 14681:2006+A1:2010
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14710-1:2005+A2:2009
	Gasilske črpalke - Gasilske centrifugalne črpalke brez sesalne naprave - 1. del: Klasifikacija, splošne in varnostne zahteve
	Fire-fighting pumps - Fire-fighting centrifugal pumps without primer - Part 1: Classification, general and safety requirements
	EN 14710-1:2005+A2:2008
	EN 14710-1:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14710-2:2005+A2:2009
	Gasilske črpalke - Gasilske centrifugalne črpalke brez sesalne naprave - 2. del: Preverjanje splošnih in varnostnih zahtev
	Fire-fighting pumps - Fire-fighting centrifugal pumps without primer - Part 2: Verification of general and safety requirements
	EN 14710-2:2005+A2:2008
	EN 14710-2:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14738:2009
	Varnost strojev - Antropometrične zahteve za načrtovanje delovnih mest pri strojih (ISO 14738:2002, vključno s popravkoma Cor 1:2003 in Cor 2:2005)
	Safety of machinery - Anthropometric requirements for the design of workstations at machinery (ISO 14738:2002, including Cor 1:2003 and Cor 2:2005)
	EN ISO 14738:2008
	EN ISO 14738:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14753:2008
	Varnost strojev - Varnostne zahteve za stroje in opremo za zvezno litje jekla
	Safety of machinery - Safety requirements for machinery and equipment for continuous casting of steel
	EN 14753:2007
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14886:2008
	Stroji za predelavo gume in plastike - Tračni rezalni stroji za peno v bloku - Varnostne zahteve
	Rubber and plastics machines - Bandknife cutting machines for block foams - Safety requirements
	EN 14886:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14910:2007+A1:2009
	Oprema za nego vrta - Ročno vodljivi obrezovalniki za trato, gnani z motorjem z notranjim zgorevanjem - Varnost
	Garden equipment - Walk-behind combustion engine powered trimmers - Safety
	EN 14910:2007+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14930:2007+A1:2009
	Kmetijski in gozdarski stroji ter vrtna oprema - Nožno in ročno upravljani stroji - Opredelitev dostopa do vročih površinskih delov
	Agricultural and forestry machinery and gardening equipment - Pedestrian controlled and hand-held machines - Determination of accessibility of hot surfaces
	EN 14930:2007+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14957:2007+A1:2010
	Stroji za predelavo hrane - Stroji za pomivanje posode s transportnim trakom - Varnostne in higienske zahteve (vključno z dopolnilom A1)
	Food processing machinery - Dishwashing machines with conveyor - Safety and hygiene requirements
	EN 14957:2006+A1:2010
	-
	26-May-2010
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14958:2006+A1:2009
	Stroji za obdelavo hrane - Stroji za mletje in obdelavo moke in zdroba - Varnostne in higienske zahteve
	Food processing machinery - Machinery for grinding and processing flour and semolina - Safety and hygiene requirements
	EN 14958:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14973:2016
	Naprave za kontinuirni transport - Trakovi tračnih transporterjev za podzemno vgradnjo - Električne in požarnovarnostne zahteve
	Conveyor belts for use in underground installations - Electrical and flammability safety requirements
	EN 14973:2015
	-
	13-May-2016
	31-May-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 14982:2009
	Kmetijski in gozdarski stroji - Elektromagnetna združljivost - Metode preskušanja in merila sprejemljivosti (ISO 14982:1998)
	Agricultural and forestry machinery - Electromagnetic compatibility - Test methods and acceptance criteria (ISO 14982:1998)
	EN ISO 14982:2009
	EN ISO 14982:1998
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 14985:2012
	Žerjavi - Vrtljivi žerjavi z ročico
	Cranes - Slewing jib cranes
	EN 14985:2012
	-
	23-Mar-2012
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15000:2009
	Varnost vozil za talni transport - Samognana vozila s spremenljivim dosegom - Specifikacija, sposobnost in preskusne zahteve za zaznavala vzdolžnega obremenitvenega momenta in za omejilnike vzdolžnega obremenitvenega momenta
	Safety of industrial trucks - Self propelled variable reach trucks - Specification, performance and test requirements for longitudinal load moment indicators and longitudinal load moment limiters
	EN 15000:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15011:2011+A1:2014
	Žerjavi - Mostni in portalni (kozičasti) žerjavi (vključno z dopolnilom A1)
	Cranes - Bridge and gantry cranes
	EN 15011:2011+A1:2014
	-
	11-Jul-2014
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 15012-4:2016
	Varnost in zdravje pri varjenju in sorodnih postopkih - Oprema za zajem in ločevanje varilnega dima - 4. del: Splošne zahteve (ISO 15012-4:2016)
	Health and safety in welding and allied processes - Equipment for capture and separation of welding fume - Part 4: General requirements (ISO 15012-4:2016)
	EN ISO 15012-4:2016
	-
	09-Jun-2017
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15027:2008+A1:2009
	Oprema za prenosne stenske in žične žage za delovišča - Varnost
	Transportable wall saw and wire saw equipment for job site - Safety
	EN 15027:2007+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15056:2007+A1:2009
	Dvigala (žerjavi) - Zahteve za kontejnerska prijemala
	Cranes - Requirements for container handling spreaders
	EN 15056:2006+A1:2009
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15059:2009+A1:2015
	Oprema za urejanje zasneženih površin - Varnostne zahteve
	Snow grooming equipment - Safety requirements
	EN 15059:2009+A1:2015
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15061:2008+A1:2009
	Varnost strojev - Varnostne zahteve za linijske stroje in opremo za obdelavo (kovinskih) trakov
	Safety of machinery - Safety requirements for strip processing line machinery and equipment
	EN 15061:2007+A1:2008
	EN 15061:2007
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15067:2008
	Stroji za predelavo gume in plastike - Stroji za obdelavo folij za vreče - Varnostne zahteve
	Plastics and rubber machines - Film converting machines for bags and sacks - Safety requirements
	EN 15067:2007
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15093:2008
	Varnost strojev - Varnostne zahteve za valjarne (vroče valjanje)
	Safety of Machinery - Safety requirements for hot flat rolling mills
	EN 15093:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15094:2008
	Varnost strojev - Varnostne zahteve za valjarne (hladno valjanje)
	Safety of Machinery - Safety requirements for cold flat rolling mills
	EN 15094:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15095:2008+A1:2009
	Pomični regali, pomični paletni regali, vrtljive naprave in skladiščna dvigala z lastnim pogonom - Varnostne zahteve
	Power-operated mobile racking and shelving, carousels and storage lifts - Safety requirements
	EN 15095:2007+A1:2008
	EN 15095:2007
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15162:2008
	Stroji in obrati za pridobivanje in obdelavo naravnega kamna - Varnostne zahteve za žage za rezanje v plošče
	Machines and plants for mining and tooling of natural stone - Safety requirements for gang saws
	EN 15162:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15163:2008
	Stroji in oprema za pridobivanje in predelavo naravnega kamna - Varnost - Zahteve za žage z diamantno žico
	Machines and installations for the exploitation and processing of natural stone - Safety - Requirements for diamond wire saws
	EN 15163:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15164:2008
	Stroji in obrati za pridobivanje in obdelavo naravnega kamna - Varnost - Zahteve za verižne in tračne rezalne stroje
	Machines and plants for mining and tooling of natural stone - Safety - Requirements for chain- and belt-slotting machines
	EN 15164:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15166:2009
	Stroji za predelavo hrane - Avtomatski stroji za razsekavanje hrbtov v klavnicah - Varnostne in higienske zahteve
	Food processing machinery - Automatic back splitting machines of butchery carcasses - Safety and hygiene requirements
	EN 15166:2008
	-
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15194:2017
	Kolesa - Kolesa z električnim pomožnim pogonom - Kolesa EPAC
	Cycles - Electrically power assisted cycles - EPAC Bicycles
	EN 15194:2017
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15268:2009
	Bencinske črpalke - Varnostne zahteve za konstruiranje sklopov potopnih črpalk
	Petrol filling stations - Safety requirements for the construction of submersible pump assemblies
	EN 15268:2008
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15503:2010+A2:2016
	Oprema za nego vrta - Vrtni pihalniki, vrtni sesalniki in vrtni pihalniki/sesalniki - Varnost
	Garden equipment - Garden blowers, vacuums and blower/vacuums - Safety
	EN 15503:2009+A2:2015
	-
	13-May-2016
	30-Jun-2017
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 15536-1:2008
	Ergonomija - Računalniški modeli človeškega telesa in šablone telesa - 1. del: Splošne zahteve (ISO 15536-1:2005)
	Ergonomics - Computer manikins and body templates - Part 1: General requirements (ISO 15536-1:2005)
	EN ISO 15536-1:2008
	EN ISO 15536-1:2005
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15572:2015
	Stroji in obrati za miniranje in obdelavo naravnega kamna - Varnost - Zahteve za stroje za dodelavo robov
	Machines and plants for mining and tooling of natural stone - Safety - Requirements for edge finishing machines
	EN 15572:2015
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15695-1:2017
	Kmetijski traktorji in stroji z lastnim pogonom za zaščito rastlin - Zaščita upravljalca (voznika) pred nevarnimi snovmi - 1. del: Vrste kabin, zahteve in postopki preskušanja
	Agricultural tractors and self-propelled sprayers - Protection of the operator (driver) against hazardous substances - Part 1: Cab classification, requirements and test procedures
	EN 15695-1:2017
	-
	09-Mar-2018
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15695-2:2017
	Kmetijski traktorji in stroji z lastnim pogonom za zaščito rastlin - Zaščita upravljalca (voznika) pred nevarnimi snovmi - 2. del: Filtri, zahteve in postopki preskušanja
	Agricultural tractors and self-propelled sprayers - Protection of the operator (driver) against hazardous substances - Part 2: Filters, requirements and test procedures
	EN 15695-2:2017
	-
	09-Mar-2018
	30-Jun-2018
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15700:2012
	Naprave za kontinuirni transport - Varnost tračnih transporterjev za zimske športe ali turistične namene
	Safety for conveyor belts for winter sport or tourist use
	EN 15700:2011
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 15744:2008
	Neelektrična ročna orodja - Merjenje hrupa - Tehnične metode (2. stopnja) (ISO 15744:2002)
	Hand-held non-electric power tools - Noise measurement code - Engineering method (grade 2) (ISO 15744:2002)
	EN ISO 15744:2008
	EN ISO 15744:2002
	08-Sep-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15746-2:2010+A1:2012
	Železniške naprave - Zgornji ustroj - Dvopotna železniška vozila in oprema - 2. del: Splošne varnostne zahteve
	Railway applications - Track - Road-rail machines and associated equipment - Part 2: General safety requirements
	EN 15746-2:2010+A1:2011
	-
	
	30-Apr-2012
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15774:2011
	Stroji za predelavo hrane - Stroji za obdelavo svežih in polnjenih testenin (široki rezanci, kaneloni, ravioli, tortelini, ušesca in školjke) - Varnostne in higienske zahteve
	Food processing machinery - Machines for processing fresh and filled pasta (tagliatelle, cannelloni, ravioli, tortellini, orecchiette and gnocchi) - Safety and hygiene requirements
	EN 15774:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15811:2015
	Kmetijski stroji - Pritrjeni ščitniki in spojeni ščitniki s ščitnikom ali brez njega za premične dele prenosov (ISO/TS 28923:2012, spremenjen)
	Agricultural machinery - Fixed guards and interlocked guards with or without guard locking for moving transmission parts (ISO/TS 28923:2012 modified)
	EN 15811:2014
	-
	15-Jan-2016
	29-Feb-2016
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15830:2012
	Vozila za talni transport - Terenski viličarji z ročico spremenljivega dosega - Vidno polje voznika - Preskusne metode in preverjanje
	Rough-terrain variable reach trucks - Visibility - Test methods and verification
	EN 15830:2012
	-
	24-Aug-2012
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 15861:2012
	Stroji za predelavo hrane - Dimnice - Varnostne in higienske zahteve
	Food processing machinery - Smokehouses - Safety and hygiene requirements
	EN 15861:2012
	-
	
	
	-
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	Lesnoobdelovalni stroji - Varnost - 7. del: Poravnalni, debelinski in kombinirani skobeljni stroji (ISO 19085-7:2019)
	Woodworking machines - Safety - Part 7: Surface planing, thickness planing, combined surface/thickness planing machines (ISO 19085-7:2019)
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	Lesnoobdelovalni stroji - Varnost - 8. del: Širokotrakovni  brusilni stroji za kalibriranje in brušenje (ISO 19085-8:2017)
	Woodworking machines - Safety - Part 8: Belt sanding and calibrating machines for straight workpieces (ISO 19085-8:2017)
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	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 19225:2018
	Stroji za podzemne rudnike - Premični rudarski stroji na odkopu - Varnostne zahteve za valjčne nakladalne stroje in sisteme s plugom (ISO 19225:2017)
	Underground mining machines - Mobile extracting machines at the face - Safety requirements for shearer loaders and plough systems (ISO 19225:2017)
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	Stroji za rudarska in zemeljska dela - Mobilni stroji za podzemne rudnike - Varnost stroja (ISO 19296:2018)
	Mining and earthmoving machinery - Mobile machines working underground - Machine Safety (ISO 19296:2018)
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	-
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	Varnost strojev - Požarna varnost (ISO 19353:2015)
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	Stroji in oprema za graditev objektov - Prenosni ročni rezalniki z motorjem z notranjim zgorevanjem - Varnostne zahteve (ISO 19432:2012)
	Building construction machinery and equipment - Portable, hand-held, internal combustion engine driven cut-off machines - Safety requirements (ISO 19432:2012)
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	Oprema za zaščito poljščin - Nahrbtni škropilniki - 1. del: Varnostnotehnične in okoljevarstvene zahteve (ISO 19932-1:2013)
	Equipment for crop protection - Knapsack sprayers - Part 1: Safety and environmental requirements (ISO 19932-1:2013)
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	Varnost strojev - Navodila za uporabo - Splošna načela za načrtovanje (ISO 20607:2019)
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	Mehanske vibracije - Prenosni ročni in ročno vodeni stroji - Načela vrednotenja oddajanja vibracij (ISO 20643:2005)
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	SIST EN ISO 22867:2012
	Gozdarski in vrtni stroji - Standard za merjenje tresenja prenosnih, ročno vodenih strojev z motorjem z notranjim zgorevanjem - Tresenje na ročajih (ISO 22867:2011)
	Forestry and garden machinery - Vibration test code for portable hand-held  machines with internal combustion engine - Vibration at the handles (ISO 22867:2011)
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	SIST EN ISO 22868:2011
	Gozdarski in vrtnarski stroji - Standard za meritev hrupa ročno vodenih strojev, gnanih z motorjem z notranjim zgorevanjem - Postopek meritve (razred natančnosti 2) (ISO 22868:2011)
	Forestry and gardening machinery - Noise test code for portable hand-held machines with internal combustion engine - Engineering method (Grade 2 accuracy) (ISO 22868:2011)
	EN ISO 22868:2011
	-
	20-Jul-2011
	30-Sep-2011
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	SIST EN ISO 23125:2015
	Obdelovalni stroji - Varnost - Stružnice (ISO 23125:2015)
	Machine tools - Safety - Turning machines (ISO 23125:2015)
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	-
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	SIST EN ISO 28881:2013
	Obdelovalni stroji - Varnost - Elektroerozijski stroji (EDM) (ISO 28881:2013)
	Machine tools - Safety - Electro discharge machines (ISO 28881:2013)
	EN ISO 28881:2013
	-
	28-Nov-2013
	28-Feb-2014
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	SIST EN ISO 28881:2013/AC:2013
	Popravek AC:2013 k standardu SIST EN ISO 28881:2013
	Corrigendum AC:2013 to EN ISO 28881:2013
	EN ISO 28881:2013/AC:2013
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN ISO 28927-1:2010
	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 1. del: Kotni in vertikalni brusilniki (ISO 28927-1:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 1: Angle and vertical grinders (ISO 28927-1:2009)
	EN ISO 28927-1:2009
	-
	26-May-2010
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	EN ISO 28927-1:2009/A1:2017
	-
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	SIST EN ISO 28927-10:2012
	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja tresljajev - 10. del: Udarni vrtalniki, kladiva in lomilniki (ISO 28927-10:2011)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 10: Percussive drills, hammers and breakers (ISO 28927-10:2011)
	EN ISO 28927-10:2011
	-
	18-Nov-2011
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 11. del: Stroji za obdelavo kamna (ISO 28927-11:2011)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 11: Stone hammers (ISO 28927-11:2011)
	EN ISO 28927-11:2011
	-
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 12. del: Brusilniki (ISO 28927-12:2012)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 12: Die grinders (ISO 28927-12:2012)
	EN ISO 28927-12:2012
	-
	05-Apr-2013
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 2. del: Vijači, izvijači in privijala (ISO 28927-2:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 2: Wrenches, nutrunners and screwdrivers (ISO 28927-2:2009)
	EN ISO 28927-2:2009
	-
	26-May-2010
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	-
	19-Mar-2019
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	SIST EN ISO 28927-3:2010
	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 3. del: Polirniki ter rotacijski, vibracijski in izsredni brusilniki (ISO 28927-3:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 3: Polishers and rotary, orbital and random orbital sanders (ISO 28927-3:2009)
	EN ISO 28927-3:2009
	-
	26-May-2010
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	-
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 5. del: Vrtalniki in udarni (vibracijski) vrtalniki (ISO 28927-5:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 5: Drills and impact drills (ISO 28927-5:2009)
	EN ISO 28927-5:2009
	-
	26-May-2010
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	-
	15-Jan-2016
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	SIST EN ISO 28927-6:2010
	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 6. del: Tolkači (ISO 28927-6:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 6: Rammers (ISO 28927-6:2009)
	EN ISO 28927-6:2009
	-
	26-May-2010
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 7. del: Sekalniki in škarje (ISO 28927-7:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 7: Nibblers and shears (ISO 28927-7:2009)
	EN ISO 28927-7:2009
	-
	26-May-2010
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	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 8. del: Žage, polirni stroji in pile s povratnim gibanjem ter žage z nihajnim ali krožnim gibanjem (ISO 28927-8:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 8: Saws, polishing and filing machines with reciprocating action and saws with oscillating or rotating action (ISO 28927-8:2009)
	EN ISO 28927-8:2009
	-
	26-May-2010
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	-
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	SIST EN ISO 28927-9:2010
	Ročna prenosna električna orodja - Preskusne metode za vrednotenje oddajanja vibracij - 9. del: Kladiva in iglasti odstranjevalniki kamna ali betona (ISO 28927-9:2009)
	Hand-held portable power tools - Test methods for evaluation of vibration emission - Part 9: Scaling hammers and needle scalers (ISO 28927-9:2009)
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	-
	26-May-2010
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	SIST EN 50434:2015
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	SIST EN 50570:2014
	Gospodinjski in podobni električni aparati - Varnost - Posebne zahteve za komercialne električne sušilnike perila
	Household and similar electrical appliances - Safety - Particular requirements for commercial electric tumble dryers
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	SIST EN 50571:2014
	Gospodinjski in podobni električni aparati - Varnost - Posebne zahteve za komercialne električne pralne stroje
	Household and similar electrical appliances - Safety - Particular requirements for commercial electric washing machines
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	SIST EN 50580:2012
	Varnost električnih ročnih orodij - Posebne zahteve za brizgalne pištole
	Safety of hand-held electric motor operated tools - Particular requirements for spray guns
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	-
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	SIST EN 50636-2-100:2015
	Gospodinjski in podobni električni aparati - Varnost - 2-100. del: Posebne zahteve za ročne vrtne pihalnike, sesalnike in pihalno-sesalne stroje, priključene na električno omrežje
	Household and similar electrical appliances - Safety -- Part 2-100: Particular requirements for hand-held mains-operated garden blowers, vacuums and blower vacuums
	EN 50636-2-100:2014
	-
	13-Feb-2015
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	Gospodinjski in podobni električni aparati - Varnost - 2-91. del: Posebne zahteve za ročno vodljive in prenosne motorne kose za trate in robove trat
	Household and similar electrical appliances - Safety -- Part 2-91: Particular requirements for walk-behind and hand-held lawn trimmers and lawn edge trimmers
	EN 50636-2-91:2014
	-
	13-Feb-2015
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	Gospodinjski in podobni električni aparati - Varnost - 2-92. del: Posebne zahteve za ročno upravljane rahljalnike in prezračevalnike travne ruše, priključene na električno omrežje
	Household and similar electrical appliances - Safety - Part 2-92: Particular requirements for pedestrian-controlled mains-operated lawn scarifiers and aerators
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	Gospodinjski in podobni električni aparati - Varnost - 2-94. del: Posebne zahteve za škarje za travo
	Household and similar electrical appliances - Safety -- Part 2-94: Particular requirements for scissors type grass shears
	EN 50636-2-94:2014
	-
	13-Feb-2015
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	Varnost strojev - Električna oprema strojev - 1. del: Splošne zahteve (IEC 60204-1:2005, spremenjen) (vsebuje popravek AC 2010)
	Safety of machinery - Electrical equipment of machines - Part 1: General requirements
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	Varnost strojev - Električna oprema strojev - 1. del: Splošne zahteve (IEC 60204-1:2016, spremenjen)
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	Safety of machinery - Electrical equipment of machines - Part 11: Requirements for HV equipment for voltages above 1000 V a.c. or 1500 V d.c. and not exceeding 36 kV (IEC 60204-11:2000)
	Safety of machinery - Electrical equipment of machines -- Part 11: Requirements for HV equipment for voltages above 1 000 V a.c. or 1 500 V d.c.  and not exceeding 36 kV
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	Varnost strojev - Električna oprema strojev - 31. del: Posebne zahteve za varnost in EMC za šivalne stroje, enote in sisteme
	Safety of machinery - Electrical equipment of machines - Part 31: Particular safety and EMC requirements for sewing machines, units and systems
	EN 60204-31:2013
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	SIST EN 60204-32:2009
	Varnost strojev - Električna oprema strojev - 32. del: Posebne zahteve za dvigovalne stroje (IEC 60204-32:2008)
	Safety of machinery - Electrical equipment of machines -- Part 32: Requirements for hoisting machines
	EN 60204-32:2008
	-
	18-Dec-2009
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	SIST EN 60204-33:2011
	Varnost strojev - Električna oprema strojev - 33. del: Zahteve za opremo za izdelovanje polprevodnikov (IEC 60204-33:2009, spremenjen)
	Safety of machinery - Electrical equipment of machines - Part 33: Requirements for semiconductor fabrication equipment (IEC 60204-33:2009, modified)
	EN 60204-33:2011
	-
	18-Nov-2011
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	SIST EN IEC 60204-11:2019
	Varnost strojev - Električna oprema strojev - 11. del: Zahteve za VN opremo za napetosti nad 1000 V a.c. ali 1500 V d.c., vendar ne nad 36 kV (IEC 60204-11:2018)
	Safety of machinery - Electrical equipment of machines – Part 11: Requirements for equipment for voltages above 1 000 V AC or 1 500 V DC and not exceeding 36 kV(IEC 60204-11:2018)
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	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-1:2012/A13:2017
	Dopolnilo 13:2017 k standardu SIST EN 60335-1:2012/
	Amendment 13:2017 to EN 60335-1:2012/
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	Household and similar electrical appliances - Safety - Part 2-102: Particular requirements for gas, oil and solid-fuel burning appliances having electrical connections
	EN 60335-2-102:2016
	-
	09-Sep-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-103:2015
	Gospodinjski in podobni električni aparati - Varnost - 2-103. del: Posebne zahteve za pogonske sklope vrat in oken
	Household and similar electrical appliances - Safety -- Part 2-103: Particular requirements for drives for gates, doors and windows
	EN 60335-2-103:2015
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-23:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-23. del: Posebne zahteve za aparate za nego kože ali las (IEC 60335-2-23:2003)
	Household and similar electrical appliances - Safety -- Part 2-23: Particular requirements for appliances for skin or hair care
	EN 60335-2-23:2003
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-23:2003/A2:2015
	Dopolnilo A2:2015 k standardu SIST EN 60335-2-23:2003
	Amendment A2:2015 to EN 60335-2-23:2003
	EN 60335-2-23:2003/A2:2015
	-
	15-Jan-2016
	29-Sep-2017
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-36:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-36. del: Posebne zahteve za komercialne električne štedilnike, pečice, kuhalne plošče in njihove elemente (IEC 60335-2-36:2002) (vsebuje popravek AC:2007)
	Household and similar electrical appliances - Safety -- Part 2-36: Particular requirements for commercial electric cooking ranges, ovens, hobs and hob elements
	EN 60335-2-36:2002
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-36:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-36:2003/
	Amendment 11:2012 to EN 60335-2-36:2002/
	EN 60335-2-36:2002/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-37:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-37. del: Posebne zahteve za komercialne električne cvrtnike (IEC 60335-2-37:2002) (vsebuje popravek AC:2007)
	Household and similar electrical appliances - Safety -- Part 2-37: Particular requirements for commercial electric deep fat fryers
	EN 60335-2-37:2002
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-37:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-37:2003/
	Amendment 11:2012 to EN 60335-2-37:2002/
	EN 60335-2-37:2002/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-37:2003/A12:2016
	Dopolnilo 12:2016 k standardu SIST EN 60335-2-37:2003/
	Amendment 12:2016 to EN 60335-2-37:2002/
	EN 60335-2-37:2002/A12:2016
	-
	09-Sep-2016
	25-Jan-2019
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-40. del: Posebne zahteve za električne toplotne črpalke, klimatske naprave in sušilnike zraka (IEC 60335-2-40:2002; spremenjen) (vsebuje popravek AC:2006)
	Household and similar electrical appliances - Safety -- Part 2-40: Particular requirements for electrical heat pumps, air-conditioners and dehumidifiers
	EN 60335-2-40:2003
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A1:2006
	Dopolnilo A1:2006 k standardu SIST EN 60335-2-40:2003
	Amendment A1:2006 to EN 60335-2-40:2003
	EN 60335-2-40:2003/A1:2006
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A11:2004
	Dopolnilo 11:2004 k standardu SIST EN 60335-2-40:2003/
	Amendment 11:2004 to EN 60335-2-40:2003/
	EN 60335-2-40:2003/A11:2004
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A12:2005
	Dopolnilo 12:2005 k standardu SIST EN 60335-2-40:2003/
	Amendment 12:2005 to EN 60335-2-40:2003/
	EN 60335-2-40:2003/A12:2005
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A13:2012
	Dopolnilo 13:2012 k standardu SIST EN 60335-2-40:2003/
	Amendment 13:2012 to EN 60335-2-40:2003/
	EN 60335-2-40:2003/A13:2012
	-
	
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A13:2012/AC:2014
	Popravek AC:2014 k standardu SIST EN 60335-2-40:2003/A13:2012
	Corrigendum AC:2013 to EN 60335-2-40:2003/A13:2012
	EN 60335-2-40:2003/A13:2012/AC:2013
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-40:2003/A2:2009
	Dopolnilo A2:2009 k standardu SIST EN 60335-2-40:2003
	Amendment A2:2009 to EN 60335-2-40:2003
	EN 60335-2-40:2003/A2:2009
	-
	28-Nov-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-42:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-42. del: Posebne zahteve za komercialne električne pečice s prisilnim kroženjem zraka, parne kuhalnike in pečice s kroženjem pare (IEC 60335-2-42:2002)
	Household and similar electrical appliances - Safety -- Part 2-42: Particular requirements for commercial electric forced convection ovens, steam cookers and steam-convection ovens
	EN 60335-2-42:2003
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-42:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-42:2003/
	Amendment 11:2012 to EN 60335-2-42:2003/
	EN 60335-2-42:2003/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-47:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-47. del: Posebne zahteve za komercialne električne kotle (IEC 60335-2-47:2002) (vsebuje popravek AC:2007)
	Household and similar electrical appliances - Safety -- Part 2-47: Particular requirements for commercial electric boiling pans
	EN 60335-2-47:2003
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-47:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-47:2003/
	Amendment 11:2012 to EN 60335-2-47:2003/
	EN 60335-2-47:2003/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-48:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-48. del: Posebne zahteve za komercialne električne žare in opekače (IEC 60335-2-48:2002) (vsebuje popravek AC:2007)
	Household and similar electrical applicances - Safety -- Part 2-48: Particular requirements for commercial electric grillers and toasters
	EN 60335-2-48:2003
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-48:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-48:2003/
	Amendment 11:2012 to EN 60335-2-48:2003/
	EN 60335-2-48:2003/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-49:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-49. del: Posebne zahteve za komercialne gostinske električne grelne omare (IEC 60335-2-49:2002) (vsebuje popravek AC:2007)
	Household and similar electrical appliances - Safety -- Part 2-49: Particular requirements for commercial electric hot cupboards
	EN 60335-2-49:2003
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-49:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-49:2003/
	Amendment 11:2012 to EN 60335-2-49:2003/
	EN 60335-2-49:2003/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-58:2005
	Gospodinjski in podobni električni aparati - Varnost - 2-58. del: Posebne zahteve za komercialne električne pomivalne stroje (IEC 60335-2-58:2002; spremenjen)
	Household and similar electrical appliances - Safety -- Part 2-58: Particular requirements for commercial electric dishwashing machines
	EN 60335-2-58:2005
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-58:2005/A12:2016
	Dopolnilo 12:2016 k standardu SIST EN 60335-2-58:2005/
	Amendment 12:2016 to EN 60335-2-58:2005/
	EN 60335-2-58:2005/A12:2016
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-58:2005/A2:2016
	Dopolnilo A2:2016 k standardu SIST EN 60335-2-58:2005
	Amendment A2:2015 to EN 60335-2-58:2005
	EN 60335-2-58:2005/A2:2015
	-
	19-Mar-2019
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-65:2003
	Gospodinjski in podobni električni aparati - Varnost - 2-65. del: Posebne zahteve aparate za čiščenje zraka (IEC 60335-2-65:2002)
	Household and similar electrical appliances - Safety -- Part 2-65: Particular requirements for air-cleaning appliances
	EN 60335-2-65:2003
	-
	05-Apr-2013
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-65:2003/A11:2012
	Dopolnilo 11:2012 k standardu SIST EN 60335-2-65:2003/
	Amendment 11:2012 to EN 60335-2-65:2003/
	EN 60335-2-65:2003/A11:2012
	-
	05-Apr-2013
	21-Dec-2014
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-67:2012
	Gospodinjski in podobni električni aparati - Varnost - 2-67. del: Posebne zahteve za stroje za nego tal za komercialno uporabo (IEC 60335-2-67:2012, spremenjen)
	Household and similar electrical appliances - Safety - Part 2-67: Particular requirements for floor treatment machines for commercial use
	EN 60335-2-67:2012
	-
	15-Nov-2012
	03-May-2014
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-68:2012
	Gospodinjski in podobni električni aparati - Varnost - 2-68. del: Posebne zahteve za pršilnike za komercialno uporabo (IEC 60335-2-68:2012, spremenjen)
	Household and similar electrical appliances - Safety - Part 2-68: Particular requirements for spray extraction machines for commercial use
	EN 60335-2-68:2012
	-
	15-Nov-2012
	03-May-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-69:2012
	Gospodinjski in podobni električni aparati - Varnost - 2-69. del: Posebne zahteve za sesalnike za suho in mokro sesanje, vključno s krtačo, za komercialno uporabo (IEC 60335-2-69:2012, spremenjen)
	Household and similar electrical appliances - Safety - Part 2-69: Particular requirements for wet and dry vacuum cleaners, including power brush, for commercial use
	EN 60335-2-69:2012
	-
	
	28-Mar-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-72:2012
	Gospodinjski in podobni električni aparati - Varnost - 2-72. del: Posebne zahteve za stroje za nego tal, z ali brez pogona, za komercialno uporabo (IEC 60335-2-72:2012, spremenjen)
	Household and similar electrical appliances - Safety - Part 2-72: Particular requirements for floor treatment machines with or without traction drive for commercial use
	EN 60335-2-72:2012
	-
	15-Nov-2012
	03-May-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-77:2010
	Varnost gospodinjskih in podobnih električnih aparatov - 2-77. del: Posebne zahteve za ročno vodene električne vrtne kosilnice (IEC 60335-2-77:2002, spremenjen)
	Safety of household and similar appliances - Part 2-77: Particular requirements for pedestrian-controlled walk-behind electrically powered lawn mowers (IEC 60335-2-77:2002, modified)
	EN 60335-2-77:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-79:2012
	Gospodinjski in podobni električni aparati - Varnost - 2-79. del: Posebne zahteve za visokotlačne in parne čistilnike (IEC 60335-2-79:2012, spremenjen)
	Household and similar electrical appliances - Safety - Part 2-79: Particular requirements for high pressure cleaners and steam cleaners
	EN 60335-2-79:2012
	-
	15-Nov-2012
	03-Apr-2015
	Opomba 2.1
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-8:2016
	Gospodinjski in podobni električni aparati - Varnost - 2-8. del: Posebne zahteve za električne brivnike, strižnike za lase in podobno
	Household and similar electrical appliances - Safety - Part 2-8: Particular requirements for shavers, hair clippers and similar appliances
	EN 60335-2-8:2015
	-
	13-May-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-8:2016/A1:2016
	Dopolnilo A1:2016 k standardu SIST EN 60335-2-8:2016
	Amendment A1:2016 to EN 60335-2-8:2015
	EN 60335-2-8:2015/A1:2016
	-
	09-Sep-2016
	28-Nov-2018
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-89:2011
	Gospodinjski in podobni električni aparati - Varnost - 2-89. del: Posebne zahteve za komercialne hladilne naprave z vgrajeno ali zunanjo hladilno kondenzatorsko enoto ali kompresorjem
	Household and similar electrical appliances - Safety -- Part 2-89: Particular requirements for commercial refrigerating appliances with an incorporated or remote refrigerant condensing unit or compressor
	EN 60335-2-89:2010
	-
	09-Sep-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-89:2011/A1:2016
	Dopolnilo A1:2016 k standardu SIST EN 60335-2-89:2011
	Amendment A1:2016 to EN 60335-2-89:2010
	EN 60335-2-89:2010/A1:2016
	-
	09-Sep-2016
	12-Feb-2019
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-89:2011/A2:2017
	Dopolnilo A2:2017 k standardu SIST EN 60335-2-89:2011
	Amendment A2:2017 to EN 60335-2-89:2010
	EN 60335-2-89:2010/A2:2017
	-
	09-Mar-2018
	03-Jul-2020
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-95:2015
	Gospodinjski in podobni električni aparati - Varnost - 2-95. del: Posebne zahteve za pogonske sklope dvižnih garažnih vrat za stanovanjsko rabo
	Household and similar electrical appliances - Safety -- Part 2-95: Particular requirements for drives for vertically moving garage doors for residential use
	EN 60335-2-95:2015
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-95:2015/A1:2015
	Dopolnilo A1:2015 k standardu SIST EN 60335-2-95:2015
	Amendment A1:2015 to EN 60335-2-95:2015
	EN 60335-2-95:2015/A1:2015
	-
	15-Jan-2016
	15-Jun-2018
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-97:2007
	Gospodinjski in podobni električni aparati - Varnost - 2-97. del: Posebne zahteve za pogonske sklope rolojev, ponjav, senčnikov in podobne opreme (IEC 60335-2-97:2002, spremenjen + A1:2004, spremenjen)
	Household and similar electrical appliances - Safety -- Part 2-97: Particular requirements for drives for rolling shutters, awnings, blinds and similar equipment
	EN 60335-2-97:2006
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60335-2-97:2007/A12:2015
	Dopolnilo 12:2015 k standardu SIST EN 60335-2-97:2007/
	Amendment 12:2015 to EN 60335-2-97:2006/
	EN 60335-2-97:2006/A12:2015
	-
	15-Jan-2016
	29-Sep-2017
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60519-1:2015
	Varnost pri električnih grelnih inštalacijah in elektromagnetni obdelavi - 1. del: Splošne zahteve
	Safety in installations for electroheating and electromagnetic processing - Part 1: General requirements
	EN 60519-1:2015
	-
	15-Jan-2016
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-1:2010
	Električna ročna orodja - Varnost - 2-1. del: Posebne zahteve za vrtalnike in udarne (vibracijske) vrtalnike (IEC 60745-2-1:2003, spremenjen + A1:2008)
	Hand-held motor-operated electric tools - Safety - Part 2-1: Particular requirements for drills and impact drills (IEC 60745-2-1:2003, modified + A1:2008)
	EN 60745-2-1:2010
	-
	
	19-Jan-2022
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-12:2009
	Električna ročna orodja - Varnost - 2-12. del: Posebne zahteve za vibratorje za beton (IEC 60745-2-12:2003 + A1:2008)
	Hand-held motor-operated electric tools - Safety -- Part 2-12: Particular requirements for concrete vibrators
	EN 60745-2-12:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-13:2009
	Električna ročna orodja - Varnost - 2-13. del: Posebne zahteve za verižne žage (IEC 60745-2-13:2006, spremenjen)
	Hand-held motor-operated electric tools  - Safety -- Part 2-13: Particular requirements for chain saws
	EN 60745-2-13:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-13:2009/A1:2011
	Dopolnilo A1:2011 k standardu SIST EN 60745-2-13:2009
	Amendment A1:2010 to EN 60745-2-13:2009
	EN 60745-2-13:2009/A1:2010
	-
	20-Jul-2011
	01-Dec-2013
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-15:2009
	Električna ročna orodja - Varnost - 2-15. del: Posebne zahteve za škarje za živo mejo (IEC 60745-2-15:2006, spremenjen)
	Hand-held motor-operated electric tools - Safety -- Part 2-15: Particular requirements for hedge trimmers
	EN 60745-2-15:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-15:2009/A1:2010
	Dopolnilo A1:2010 k standardu SIST EN 60745-2-15:2009
	Amendment A1:2010 to EN 60745-2-15:2009
	EN 60745-2-15:2009/A1:2010
	-
	28-Nov-2013
	28-Nov-2013
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-16:2010
	Električna ročna orodja - Varnost - 2-16. del: Posebne zahteve za kladiva (pribijače) (IEC 60745-2-16:2008, spremenjen)
	Hand-held motor-operated electric tools - Safety - Part 2-16: Particular requirements for tackers (IEC 60745-2-16:2008, modified)
	EN 60745-2-16:2010
	-
	08-Apr-2011
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-17:2010
	Električna ročna orodja - Varnost - 2-17. del: Posebne zahteve za rezkalnike in obrezovalnike (IEC 60745-2-17:2010, spremenjen)
	Hand-held motor-operated electric tools - Safety - Part 2-17: Particular requirements for routers and trimmers (IEC 60745-2-17:2010, modified)
	EN 60745-2-17:2010
	-
	
	15-Dec-2021
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-18:2009
	Električna ročna orodja - Varnost - 2-18. del: Posebne zahteve za ročno orodje za zategovanje pakirnih trakov (IEC 60745-2-18:2003 + A1:2008, spremenjen)
	Hand-held motor-operated electric tools - Safety -- Part 2-18: Particular requirements for strapping tools
	EN 60745-2-18:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-19:2009
	Električna ročna orodja - Varnost - 2-19. del: Posebne zahteve za rezalnike z rezalno ploščo za rezanje rež in utorov (IEC 60745-2-19:2005, spremenjen)
	Hand-held motor-operated electric tools - Safety -- Part 2-19: Particular requirements for jointers
	EN 60745-2-19:2009
	-
	18-Dec-2009
	
	-
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-19:2009/A1:2010
	Dopolnilo A1:2010 k standardu SIST EN 60745-2-19:2009
	Amendment A1:2010 to EN 60745-2-19:2009
	EN 60745-2-19:2009/A1:2010
	-
	08-Apr-2011
	01-Jun-2013
	Opomba 3
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	SIST EN 60745-2-20:2009
	Električna ročna orodja - Varnost - 2-20. del: Posebne zahteve za tračne žage (IEC 60745-2-20:2003 + A1:2008, spremenjen)
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	Opomba 1:
	Običajno bo datum, ko preneha veljati domneva o skladnosti, datum preklica („dow“), ki ga določi Evropska organizacija za standardizacijo, vendar je treba opozoriti uporabnike teh standardov na dejstvo, da je v nekaterih izjemnih primerih to lahko drugače.
	

	
	
	
	
	
	
	
	
	
	

	
	Opomba 2.1:
	Področje uporabe novega (ali dopolnjenega) standarda ostaja nespremenjeno (enako kot pri nadomeščenem standardu). Domneva o skladnosti z bistvenimi zahtevami direktive, ki jo navaja nadomeščeni standard, preneha veljati z navedenim datumom.
	

	
	
	
	
	
	
	
	
	
	

	
	Opomba 2.2:
	Področje uporabe novega standarda je obširnejše kot področje uporabe nadomeščenega standarda. Domneva o skladnosti z bistvenimi zahtevami direktive, ki jo navaja nadomeščeni standard, preneha veljati z navedenim datumom. 
	

	
	
	
	
	
	
	
	
	
	

	
	Opomba 2.3:
	Področje uporabe novega standarda je manj obsežno kot področje uporabe nadomeščenega standarda. Z navedenim datumom preneha v (delno) nadomeščenem standardu veljati domneva o skladnosti z bistvenimi zahtevami direktive za tiste proizvode, ki spadajo v področje uporabe novega standarda. Domneva o skladnosti z bistvenimi zahtevami direktive ostane veljavna za proizvode, ki ne spadajo v področje uporabe novega standarda, spadajo pa v področje uporabe (delno) nadomeščenega standarda.
	

	
	
	
	
	
	
	
	
	
	

	
	Opomba 3:
	V primeru dopolnil je referenčni standard EN CCCCC:YYYY, njegova prejšnja dopolnila, če le-ta obstajajo, in novo, navedeno dopolnilo. Nadomeščeni standard (stolpec 3) torej vsebuje le EN CCCCC:YYYY in njegova predhodna dopolnila, če le-ta obstajajo, brez novega navedenega dopolnila. Z navedenim datumom preneha veljati domneva o skladnosti z bistvenimi zahtevami direktive, podana v nadomeščenem standardu.
	






